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Our strip is Grade "A" 
Quality Assured - 3 Year Warranty

Wide choice of white colours 
2400K, 2700K, 3000K, 4000K, 5000K, 6000K 
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Colour Options:     Red      Green     Blue      UV

9.6W

9.6W

4.8W

9.6W

6.2W

9.6W

19.2W

19.2W

9.6W

6.2W

4.8W

576lm

576lm

375lm

750lm

434lm

672lm

1344lm

1344lm

672lm

434lm

N/A

W/M   Lm/M

140leds

140leds

60leds

120leds

60leds

Qty/M  Voltage

24V

24V

12V

12V

12V

Cut point

50mm

100mm

50mm

25mm

Width

10mm

10mm

8mm

8mm

78leds 24V 8mm 77mm

120leds 24V 8mm 50mm

240leds 24V 12mm 25mm

240leds 24V 10mm 25mm

120leds 12V 8mm 25mm

78leds 12V 8mm 38mm

60leds 12V 8mm 50mm8mm Width 
JL-3528-8-60-4.8W-RED 
IP20, IP54,  IP65, IP67, IP68

8mm Width (ECO single PCB)  
JL-L1-3528E-8-60-4.8W  
IP20, IP54,  IP65, IP67, IP68

8mm Width   
JL-L1-3528-8-60-4.8W 
IP20, IP54,  IP65, IP67, IP68

8mm Width   
JL-3528-8-78-6.2W             
IP20, IP54,  IP65, IP67, IP68

8mm Width   
JL-L1-3528-8-120-9.6W 
IP20, IP54,  IP65, IP67, IP68

10mm Width   
JL-3528-10-240-19.2W-24V 
IP20, IP54,  IP65

12mm Width   
JL-3528-12-240-19.2W-24V 
IP20, IP54,  IP65

10mm Width   
JL-SV335-10-140-9.6W-24V 
IP20, IP65-HT

10mm Width   
JL-SV335-10-140-9.6W-24V-CCT 
IP20, IP65-HT

8mm Width   
JL-L1-SV315-8-60-4.8W 
IP20, IP65-HT

8mm Width   
JL-L1-SV315-8-120-9.6W 
IP20, IP65-HT

60leds 24V

60leds 24V 8mm    100mm 4.8W N/A

60leds 12V

60leds 24V

8mm 50mm 4.8W 336lm 

8mm 100mm 4.8W 336lm

60leds 24V 100mm 4.8W 375lm8mm

120leds 24V 50mm 9.6W 750lm8mm

8mm 50mm 4.8W 336lm 

8mm  100mm 4.8W 336lm

In 4.8W/60led and 9.6W/120led other colours are also available. The most common are Amber, Blue, Green and Red.  
However, some special colours are available but made to order. They are, Orange, Pink, Magenta, Purple, Lemon Yellow and Ice Blue (which is a light blue). 
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8mm Width   
JL-L2-SV335-8-120-9.6W-24V-RGB 
IP20, IP65, IP68

120leds   24V  8mm  100mm 9.6W  RGB

3528 FLEXI STRIP SERIES

315/335/3014  SIDE VIEW SERIES

4.8W 480lm12/24V 50/100mm60leds 8mm8mm Width   
JL-D1-SV3014-8-60-4.8W 
JL-D1-SV3014-8-84-6.7W 
JL-D1-SV3014-8-120-9.6W 
IP20, IP65-HT

6.7W 672lm12/24V84leds 8mm
9.6W 960lm12/24V120leds 8mm

50/100mm
50/100mm

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

In 4.8W/60led and 9.6W/120led other colours are also available. The most common are Amber, Blue, Green and Red.  
However, some special colours are available but made to order. They are, Orange, Pink, Magenta, Purple, Lemon Yellow and Ice Blue (which is a light blue). 



KK K K

KK

2 Step Mc Adam

5000K

4500K

4000K

3500K

3000K
2700K

①

②

③

④

⑤

⑥
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90lm/w Series

20W

20W

7W

11W

12W

18W

20W

22W

26W

24W

W/M

1740lm

1740lm

630lm

990lm

1170lm

1620lm

1800lm

1980lm

2070lm

2340lm

Lm/M  

280leds

280leds

30leds

48leds

60leds

84leds

96leds

120leds

224leds

240leds

Qty/M

24V

24V

12V

12V

12V

12V

12V

12V

12V

12V

Voltage

25mm

50mm

100mm

62mm

50mm

36mm

31mm

50mm

31mm

12.5mm

Cut Point

10mm

10mm

8mm

8mm

8mm

10mm

10mm

10mm

12mm

12mm

Width

300leds 24V 20mm8mmJL-2216-10-280-20W-24V, 
available in IP20,  IP54, IP65
JL-IP20-2216-8-300-18W-24V 
available in IP20 only

10mm Width 
JL-DR2216-10-280-20W-24V 
available in IP20,  IP54, IP65

8mm Width 
JL-2835-8-30-7W 
IP20, IP54,  IP65, IP67, IP68

8mm Width 
JL-2835-8-48-11W 
IP20, IP54,  IP65, IP67, IP68

8mm Width 
JLC2-2835-8-60-12W 
IP20, IP54,  IP65, IP67, IP68

8mm Width 
JL-2835-8-78-16.8W
 IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-2835-10-84-18W 
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-2835-10-96-20W 
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-2835-10-120-22W  
IP20, IP54,  IP65, IP67, IP68

12mm Width 
JL-2835-12-120-22W  
IP20, IP54,  IP65, IP67, IP68

12mm Width 
JL-2835-12-224-24W 
IP20, IP54,  IP65

12mm Width
JL-2835-12-240-26W 
IP20, IP54,  IP65

30leds 24V 200mm8mm

11W 990lm48leds 24V 125mm8mm

12W 1170lm60leds 24V 100mm8mm

78leds 12V 38mm 16.8W 1512lm8mm

78leds 24V 77mm 16.8W 1512lm8mm

18W 1620lm84leds 24V 72mm10mm

20W 1800lm96leds 24V 62mm10mm

22W 1980lm120leds 24V 100mm10mm

22W 1980lm120leds 12V 50mm12mm

22W 1980lm120leds 24V 100mm12mm

24W 2070lm224leds 24V 62mm12mm

26W 2340lm240leds 24V 25mm12mm

7W 630lm

18W 1566lm
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2216 FLEXI STRIP SERIES

2835 FLEXI STRIP SERIES

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

6W60leds 12V 50mm8mm8mm Width 
JL-K1-2835-8-60-6W 
IP20

6W60leds 24V 100mm8mm

2835 Types also available in a range of colours

12W60leds 12V 50mm8mm
8mm Width 
JL-C2-2835-8-60-12W 
IP20

12W60leds 24V 100mm8mm

12W120leds 12V 50mm10mm10mm Width 
JL-K1-2835-10-120-12W  
IP20

12W120leds 24V 10mm 100mm

Colours: Amber, Blue, Green, Lemon Yellow, Orange, Pink, Purple, Red, Rose Red 

Colours: Blue, Green, Golden Yellow, Ice Blue, Pink, Red, Violet. UV-365nm, UB-395nm, UB-405nm. 

Colours: Amber, Blue, Green, Lemon Yellow, Orange, Pink, Purple, Red, Rose Red 



①
Ensure the strip will be 
installed on a clean, dry 
and flat surface so it will 
go on smoothly.

③
Solder wires on 
soldering pads (label 
+/-). The solder 
temperature may not 
exceed 350℃ for 
maximum duration of 2 
seconds.

⑤
LED tape is bendable. 
Minimum bend radius 
is 30mm.

⑦
Remove the adhesive 
tape from the back side 
of the 
LED tape.

⑨

We strongly 
recommend LED tape 
gets installed onto a 
metal backing like an  
aluminum extrusion to 
help with the heat 
dissipation and too 
enable longer life..TC 
temperature should 
not exceed 75℃.

②
LED tape can be 
cut only between 
soldering pads.

④
You can also connect 
strips using LED tape 
connectors.

⑥
LED tape cannot be bent 
or twisted in the 
diagrams shown here.

⑧
Press the LED tape 
gently between 
electronic components 
when applying to the 
surface. Avoid 
pressing electronic 
components.

⑩
Keep the LED tape on 
the reel while applying it 
onto the surface. 
Remove the adhesive 
tape and apply the tape 
while unrolling the reel at 
the same time.
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Red      Green     Blue      UV

14.4W

16W

23W

11W

7W

11W

16W

16W

20W

24W

10W

1092lm

1248lm

1794lm

858lm

546lm

858lm

1488lm

1488lm

1860lm

2232lm

930lm

12V

24V

24V

24V

12V

12V

12V

24V

12V

24V

12V

Qty/M Voltage

60leds

72leds

96leds

48leds

30leds

48leds

60leds

60leds

60leds

72leds

36leds

Width

10mm

10mm

13.5mm

10mm

10mm

10mm

10mm

10mm

12mm

12mm

10mm

Cut Point

50mm

83mm

62mm

100mm

100mm

62mm

50mm

100mm

50mm

83mm

83.5mm

10mm Width 
JL-5050-10-30-7W 
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-5050-10-48-11W 
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-5050-10-48-11W-24V
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-5050-10-60-14.4W 
IP20, IP54,  IP65, IP67, IP68

10mm Width (Black PCB) 
JL-5050-10-60-14.4W 
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-5050-10-72-16W-24V
IP20, IP54,  IP65, IP67, IP68

13.5m Width 
JL-5050-13.5-96-23W-24V
IP20, IP54,  IP65, IP67, IP68

10mm Width 
JL-5730-10-36-10W  
IP20 and  IP65 only

10mm Width 
JL-5730-10-60-16W-12V 
IP20 and  IP65 only

10mm Width 
JL-5730-10-60-16W-24V 
IP20 and  IP65 only

12mm Width 
JL-5730-12-60-20W  
IP20 and  IP65 only

12mm Width 
JL-5730-12-72-24W-24V
IP20 and  IP65 only

24V30leds 10mm 200mm

11W 858lm24V48leds 10mm 125mm

14.4W  1092lm24V60leds 10mm 100mm

12V60leds 10mm 50mm    14.4W 1092lm

24V60leds 10mm 100mm   14.4W 1092lm 

24V36leds 10mm 167mm

20W 1860lm24V60leds 12mm 100mm

7W 546lm

10W 930lm

W/M Lm/M

Colour Options:   
7

5050 FLEXI STRIP SERIES

5730 FLEXI STRIP SERIES

14.4W12V60leds 10mm 50mm10mm Width 
JLC2-5050-10-60-14.4W 
IP20 10mm 100mm 14.4W60leds 24V

Colours: Blue, Green, Golden Yellow, Ice Blue, Pink, Red, Violet, Yellow. 

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white



B60210-21

B60210-25

B60210-30

B60210-35

B60210-40

B60210-62

F60210-21

F60210-25

F60210-30

F60210-35

F60210-40

F60210-62

12

12

12

12

12

12

14

14

14

14

14

14

876

900

888

864

840

852

1064

1092

1078

1050

1022

1036

73

75

74

72

70

71

76

78

77

75

73

74

W/M Lm/M Lm/W

60

60

60

60

60

60

60

60

60

60

60

60

QTY/M Voltage

24

24

24

24

24

24

24

24

24

24

24

24

Segment

100

100

100

100

100

100

100

100

100

100

100

100

W(mm)

10

10

10

10

10

10

10

10

10

10

10

10

Standard LED CRI Values CRI>80

R15R14R13R12R11R10R9R8R7R6R5R4R3R2R1
0

10

20

30

40

50

60

70

80

90

100

75

94

81

59

88
79

86

18

67

83
90

81

67

8181

Included in CRI Not included in CRI

R15R14R13R12R11R10R9R8R7R6R5R4R3R2R1
0

10

20

30

40

50

60

70

80

90

100
9798

95949698989898
9495 97979596

Premium LED CRI Values CRI>95+

Included in CRI Not included in CRI

CRI>95+CRI>80

SMD2835 SMD5050
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12W

12W

12W

12W

12W

12W

876lm

900lm

888lm

864lm

840lm

852lm

W/M Lm/M 

60leds

60leds

60leds

60leds

60leds

60leds

Qty/M Voltage

24V

24V

24V

24V

24V

24V

Cut point

100mm

100mm

100mm

100mm

100mm

100mm

Width

10mm

10mm

10mm

10mm

10mm

10mm

14W

14W

14W

14W

14W

14W

1064lm

1092lm

1078lm

1050lm

1022lm

1036lm

60leds

60leds

60leds

60leds

60leds

60leds

24V

24V

24V

24V

24V

24V

100mm

100mm

100mm

100mm

100mm

100mm

10mm

10mm

10mm

10mm

10mm

10mm

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-2100K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-2550K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-3000K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-3550K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-4050K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-2835-10-60-12W-24V-6200K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-2100K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-2550K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-3000K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-3550K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-4050K
IP20, IP54,  IP65, IP67, IP68

10mm Width - True colour
JL-CRI95-5050-10-60-14W-24V-6200K
IP20, IP54,  IP65, IP67, IP68
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CRi 95+ FLEXI STRIP SERIES Available in Warm white/
Natural white and Cool white



E60110-RGB

E30110-RGB

5050 RGB SERIES

CF180215-RGBCCT

F96213-RGB30

E60210-RGB

E120210-RGB

F30110-RGB

F60110-RGB

F96213-RGB

F120220-RGB

24

14

7

12

7.2

12

23

28

17

24

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

/

W/M Lm/M Lm/W

120

60

30

60

30

60

96

120

96

180

QTY/M Voltage

24

12

12

24

12

12

24

24

24

24

Segment

50

50

100

100

100

50

62.5

50

125

100

W(mm)

10

10

10

10

10

10

13.5

20

13.5

15

F60112-RGB30-4in1

F60112-RGB30

F60112-RGB40-4in1

9.6

16

16

/

/

/

/

/

/

60

60

60

12

12

12

100

50

50

12

12

12

D120210-RGB /20 /120 24 5010

F60214-RGBCCT-5in1 18 / /60 24 10013.8
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24W

14.4W

7W

12W

7.2W

12W

28W

23W

14.4W

27W

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

W/M  Lm/M

120leds

60leds

30leds

60leds

30leds

60leds

120leds

96leds

60leds

180leds

Qty/M   Voltage

24V

12V

12V

24V

12V

12V

24V

24V

12V

24V

Cut point

50mm

50mm

100mm

100mm

100mm

50mm

50mm

125mm

50mm

100mm

Width

10mm

10mm

10mm

10mm

10mm

10mm

20mm

13.5mm

12mm

15mm

10mm Width 
JL-3535-10-30-7.2W-12V-RGB 
IP20 and IP65-HT only

8mm and 10mm Width 
JLL2-3535-8-60-19W-12V-RGB
JL-3535-10-60-12W-12V-RGB 
JL-3535-10-60-12W-24V-RGB 
IP20 and IP65-HT only

10mm Width 
JL-3535-10-120-24W-24V-RGB
IP20 and IP65-HT only

10mm Width 
JL-5050-10-30-7W-12V-RGB
IP20, IP54,  IP65

8mm Width (24V IP20 & IP54) 
JLL1-5050-8-60-14.4W-12V-RGB 
JLC1-5050-8-60-14.4W-24V-RGB 
(12V IP20, IP65, IP67 & IP68)

20mm Width 
JL-DL-5050-20-120-28W-24V-RGB 
IP20 only

12mm Width    (4in1 CHIP) 
JLQ1-5050-12-60-14.4W-RGBWW (27K) 
JLQ1-5050-12-60-14.4W-RGBCW (6K)

JL-5050-12-60-19.2W-RGBWW (3K) 
JL-5050-12-60-19.2W-RGBCW (6K)

 IP20 and IP65-HT only

12mm Width (30RGB+30x3000K) 
JL-5050-12-60-14.4W-30RGB-30WW

12mm   Width (30RGB+30x4000K)
JL-5050-12-60-14.4W-30RGB-30NW

12mm   Width (30RGB+30x6000K)
JL-5050-12-60-14.4W-30RGB-30CW

IP20 and IP65-HT only

13.5mm Width (48RGB+48x3K,6K)
JL-5050-13.5-96-23W-24V-48RGB-48WW
JL-5050-13.5-96-23W-24V-48RGB-48CW
IP20 and IP65-HT only

15mm Width (60RGB+60WW+60CW)
JLD1-RGB+CCT-15-180-27W-24V
IP20 and IP65-HT only

14.4W N/A60leds 100mm24V 12mm

60leds 50mm 14.4W N/A12V 12mm

60leds 24V 12mm  100mm 14.4W N/A

N/A60leds 24V 10mm 100mm 14.4W

8mm Width   
JLL2-SV3014-8-120-9.6W-24V-RGB 
IP20, IP65 & IP68

120leds 24V     8mm    125mm    9.6W N/A

11

RGB FLEXI STRIP SERIES

RGBW & RGBWW FLEXI STRIP SERIES

10mm Width   
JL-3528-10-120-20W-24V-RGB 
IP20 and IP65

120leds 24V    10mm     50mm    20W N/A

14.4W N/A336leds 60mm24V  8mm

14.4W N/A60leds 50mm12V     8mm
24V     8mm 100mm 14.4W N/A60leds

8mm and 10mm Width 
JL-5050-10-60-14.4W-RGB 
IP20, IP54,  IP65, IP67 & IP68

8mm Width 
JLC1-2216-8-336-14.4W-24V-RGB 
IP20 and IP65-HT only

19W N/A60leds 12V 50mm8mm

72leds 24V  12mm  125mm 11.52W N/A
13.5mm Width    (IP20 only)
(36x5050RGB + 36x3528 3K or 6K 
JLB2-RGB+WW-12-72-24V 
JLB2-RGB+CW-12-72-24V

19.2W N/A60leds 12V 50mm12mm
12mm 100mm 19.2W N/A60leds 24V 19.2W is the standard item. 14.4W is used if heat or wiring issues occur.
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Qty/M Voltage Width  Cut Point   W/M  Lm/M

60leds 12V 10mm 50mm 14.4W 1080lm

60leds 12V 8mm 50mm 12W 960lm

20W 1600lm120leds 24V 10mm 50mm

120leds 12V 10mm 50mm  9.6W    672lm

24W 2160lm120leds 12V 50mm10mm

96leds 24V 13.5mm   125mm  23W 2725lm

10W 800lm140leds 24V 50mm3.5mm

5W  375lm60leds 12V 50mm4.5mm

38.5mm 8W    600lm78leds 12V 4.5mm

50mm  9.6W   720lm120leds 24V 5mm

42mm  8W    840lm168leds 24V 5mm

100mm  7W      630lm70leds 24V 5mm

6W 360lm60leds 12V 50mm6mm

8W 520lm60leds 12V 50mm8mm

6W 360lm60leds 12V 50mm6mm

800lm120leds 24V 50mm 10W6mm

8mm Width  (Intergrated CCT)
JL-3527-8-60-12W-12V-CCT
IP20 & IP65-HT

10mm Width  (Intergrated CCT) 
JL-3527-10-120-20W-24V-CCT 
IP20 & IP65-HT

10mm Width  (Separate CCT) 
JL-3528-10-120-9.6W-12V-CCT 
IP20 & IP65-HT

10mm Width  (Separate CCT)
JL-2835-10-120-24W-12V-CCT
IP20 & IP65-HT

10mm Width  (Separate CCT)
JL-5050-13.5-96-23W-24V-CCT
IP20 & IP65-HT

3.5mm Width.  IP20 & IP65-HT 
JL-2216-3.5-140-10W-24V-800lm

5mm Width.  IP20 & IP65-HT
JL-5630-5-70-15W-24V-1800lm 

4.5mm Width.  IP20 & IP65-HT
JL-2835-4.5-78-8W-12V-600lm 

4.5mm Width.  IP20 & IP65-HT
JL-2835-4.5-60-5W-12V-375lm 

5mm Width.  IP20 & IP65-HT 
JL-2835-5-120-9.6W-24V-720lm 

5mm Width.  IP20 & IP65-HT
JL-2835-5-168-18W-24V-1350lm 

6mm Width
JL-S2835-6-60-6W-12V-360lm 
IP20 

8mm Width
JL-S2835-8-60-8W-12V-520lm 
IP20 

6mm Width
JL-S2835-6-60-6W-12V-360lm
IP54-SP (Waterproof)

6mm Width
JL-GW2835-6-120-10W-24V-800lm 
IP20 only

10mm Width   (Side View)
JL-SV335-10-140-9.6W-24V-CCT 
IP20, IP65-HT

 140leds      24V      10mm     100mm 9.6W 576lm

120leds 24V 10mm     100mm  9.6W    672lm

24W 2160lm120leds 24V 10mm     100mm

13

50mm  7.5W   675lm120leds 24V 5mm5mm Width.  IP20 & IP65-HT 
JLR-2835-5-120-7.5W-24V-675lm 

10.8W N/A42leds 12V 71.5mm12mm
12mm Width
JLB-S5050-10-42-10.8W-12V-RGB 
IP20  (2.5m roll and max run length)

15.36W N/A48leds 24V 125mm12mm

DUAL WHITE FLEXI STRIP SERIES

ULTRA SLIM FLEXI STRIP SERIES

BENDABLE "S" TYPE FLEXI STRIP SERIES

10mm Width  (Intergrated CCT) 
JL-5050-10-60-14.4W-12V-CCT 
IP20 & IP65-HT

GREAT WALL FLEXI STRIP SERIES

12mm Width
JLB-S5050-12-48-15.36W-24V-RGBW 
IP20 (or RGBWW)

Available in Warm white, Natural white and Cool white

Available in Warm white, Natural white and Cool white

Available in Warm white, Natural white and Cool white

Available in Warm white/
Natural white and Cool white
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Qty/M  Voltage Width Cut point W/M Lm/M

7W

6W

6W

N/A

N/A

420lm

30leds

60leds

60leds

5V

5V

5V

10mm

8mm

8mm

33mm

10mm

10mm

22W

26W

6W

14W

14W

26W

15W

1980lm

2340lm

540lm

1400lm

1190lm

2470lm

1425lm

120leds

140leds

30leds

60leds

60leds

126leds

70leds

24V

24V

24V

24V

24V

24V

24V

10mm

10mm

10mm

10mm

10mm

12mm

5mm

50mm

50mm

200mm

100mm

100mm

55mm

100mm

10mm Width  
JL-CC10-2835-10-30-6W-24V 
IP20, IP54, IP65, IP67, IP68

10mm Width  
JL-L1-CC10-2835-10-60-14W-24V 
IP20, IP65

10mm Width  
JL-CC10-2835-10-120-22W-24V 
IP20, IP54, IP65, IP67, IP68

10mm Width  
JL-CC10-2835-10-140-26W-24V 
IP20, IP54, IP65, IP67, IP68

10mm Width  
JL-CC10-5050-10-60-14W-24V 
IP20, IP54, IP65, IP67, IP68

5mm Width  
JL-CC10-5730-5-70-15W-24V 
IP20 and IP65-HT only

12mm Width  
JL-CC10-5730-12-126-26W-24V 
IP20 and IP65-HT only

8mm Width  
JL-USB-2835-8-60-6W-5V
IP20, IP54, IP65

8mm Width  
JL-USB-2835-8-60-6W-5V-RED
IP20, IP54, IP65

10mm Width  
JL-USB-5050-10-30-7W-5V-RGB 
IP20, IP54, IP65

15

60leds 24V 10mm 166mm 4.8W 430lm
10mm Width  
JLL1-CC10-3528-10-60-4.8W-24V 
IP20 

60leds 24V 10mm 167mm 6.5W 605lm
10mm Width  
JLL1-CC20-2835-10-60-6.5W-24V 
IP20 

Longer runs are achievable using Constant Current flexi-strip. 

These types will run up to 10M.

5V USB FLEXI STRIP SERIES

CONSTANT CURRENT FLEXI STRIP SERIES Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

This type will run up to 20M.

60leds 24V 10mm 250mm   7W 833lm
10mm Width  
JLL1-CC30-2835-10-60-7W-24V 
IP20 

This type will run up to 30M.

60leds 24V 10mm 167mm 4.8W 430lm
10mm Width  
JLL1-CC20-3528-10-60-4.8W-24V 
IP20 



16



20: /120lHdV 249 50PP10PP

22W

22W

22W

17W

8W

8W

20W

18W

12W

12W

12W

12W

12W

1980lm

1936lm

1958lm

1360lm

640lm

640lm

1700lm

1350lm

RHd 
660nP

BluH 
460nP

/

/

/

W/M Lm/M

100leds

100leds

100leds

72leds

40leds

40leds

120leds

180leds

60leds

60leds

60leds

60leds

60leds

Qty/M Voltage

12V
 only

24V

12V

12V

24V

24V

24V

24V

24V

24V

24V

Cut point

10mm

10mm

10mm

28mm

50mm

50mm

50mm

100mm

100mm

100mm

100mm

100mm

100mm

Width

10mm

10mm

10mm

10mm

10mm

10mm

8mm

12mm

10mm

10mm

10mm

10mm

10mm

10mm Width  
JL-1&-2835-10-100-22W-12V-::
IP20, IP54, IP65

10mm Width  
JL-1&-2835-10-100-22W-12V-1:
IP20, IP54, IP65

10mm Width  
JL-1&-2835-10-100-22W-12V-&:
IP20, IP54, IP65

10mm Width  
JL-2&-5050-10-40-8W-24V
IP20, IP54, IP65

10mm Width  
JL-2&-5050-10-40-8W-12V-&&T
IP20, IP54, IP65

10mm Width  
JL-2&-5050-10-�2-1�W-24V
IP20, IP54, IP65

8mm Width    �1�0° bHaP� 
JL-)B-5050-8-120-20W-24V 
IP20 and IP65-HT only

12mm Width    �220° bHaP� 
JL-)B-5050-12-180-18W-24V 
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-60-12W-24V-RED
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-60-12W-24V-BL8E 
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-60-12W-24V-R2::1 
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-60-12W-24V-R2:B1 
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-60-12W-24V-0,;
IP20 and IP65-HT only

10mm Width  
JL-*L-2835-10-120-20W-24V-0,;
IP20 and IP65-HT only

40leds 24V 10mm 50mm 8W 640lm

12V
 only

12V
 only

17

ONE LED CUT FLEXI STRIP SERIES

TWO LEDS CUT FLEXI STRIP SERIES

FULL BEAM FLEXI STRIP SERIES

GROW LIGHT FLEXI STRIP SERIES

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white
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28W

19.2W
24W

24W

2380lm

1440lm
2040lm

1920lm

W/M Lm/M

280leds

240leds
240leds

120leds

Qty/M  Voltage

24V

24V
24V

24V

Cut point

50mm

50mm
50mm

50mm

Width

20mm

15mm
15mm

20mm

40W

52W

4800lm

5200lm

420leds

792leds

24V

24V

50mm

23mm

30mm

52mm

15mm Width  
JL-DL-3528-15-240-19.2W-24V
JL-DL-3528-15-240-24W-24V 
IP20 only

20mm Width  
JL-DL-2835-20-280-28W-24V
IP20 only

20mm Width  
JL-DL-5050-20-120-24W-24V
JLL-DL-5050-20-120-28W-24V 
IP20 only

30mm Width  
JL-TL-2835-30-420-40W-24V
IP20 only

52mm Width  
JL-TL-2835-52-792-52W-24V
IP20 only

19

DOUBLE LINE FLEXI STRIP SERIES

TRIPLE LINE FLEXI STRIP SERIES

LIGHT BOARD FLEXI STRIP SERIES

288leds 24V 240x480mm 20mm 60W 6200lm
240x480mm Light board  
JL-LBD-2835-288-60W-24V 
IP20 only

Maximum 5 boards
(300W) can be wired
 to one LED driver. 

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

Available in Warm white/
Natural white and Cool white

23W 1250lm96leds 24V 50mm20mm
20mm Width  
JLL-DL-5050-20-96-23W-24V 
IP20 only

28W 1500lm120leds 24V 50mm20mm

These wider strips will bend around in a radius of 5cm with the LEDs facing 
inwards and 6cm if facing outwards. (NB. approximate dimensions)



3M 200MP

3M 300MP

Blue Tape

Tesa 4965

3M 4229 Tape

3M 9080 Tape

20



3M 200MP

3M 300MP

Blue Tape

Tesa 4965

3M 4229 Tape

3M 9080 Tape

IP54-PU

IP54-SI

IP54-SP

IP54-ST

IP65-ST

IP65-HT

IP65-Nano

IP67-HI

IP68-SI

11

IP62-ST

21

WATERPROOF IP RATED FLEXI STRIP TYPES



LED Neon Strip

22

LED No Spot Strip

No Light Spot



Qty/M  Voltage Width Cut point  W/M  Lm/M

6mm Width  
JL-L1-NS-TV6x12-120-10W-24V 
IP66 only

11mm Width  
JL-Q1-NSP-2216-11-300-12W-24V 
IP67 only

23

120leds 24V 6mm 50mm 10W WW-440lm 
120leds 24V 6mm 50mm 10W NW-510lm 
120leds 24V 6mm 50mm 10W CW-460lm

Available in WW=3000K, NW=4000K, CW=6000K 
Sold in 5M rolls. 

8mm Width  
JL-L1-NS-TV8x16-120-12W-24V 
IP66 only 120leds 24V 8mm 50mm 12W WW-430lm 

120leds 24V 8mm 50mm 12W NW-470lm
120leds 24V 8mm 50mm 12W CW-450lm

Available in WW=3000K, NW=4000K, CW=6000K 
Sold in 5M rolls. 

Top view, side bend.

Side view of this neon strip.

Top view

Side view

A range of accessories are available for these items. Spare end caps and fixing clips. 

LED NEON STRIP SERIES

LED NO SPOT STRIP SERIES

300leds 24V 11mm 25mm 12W WW-575lm 
300leds 24V 11mm 25mm 12W NW-625lm 
300leds 24V 11mm 25mm 12W CW-675lm

Available in 3000K, 4000K, 6000K, Blue, Green, Red 
and Yellow. 
Sold in 5M rolls.

Top view and top bend.

Rear view

Top view, side bend.

Side view of this neon strip.

66mm mm WidthWidth    
JL-R1-NS-TV6X12-120-7.2W-24V 
JL-C2-NS-TV6X12-120-9.6W-24V
IP66 only

4mm and 5mm Width  
JL-C2-NS-TV4X10-120-6W-24V 
JL-C3-NS-TV4X10-120-7.2W-24V 
JL-L2-NS-TV5x10-120-8W-24V 
IP66 only

Top view, side bend.

Side view of this neon strip.

120leds     24V  4mm    50mm     6W    WW/NW/CW
WW=150lm, NW and CW= 180lm
Also in colours, Blue, Green, Red, Yellow and Pink. 
120leds     24V     4mm    42mm   7.2W   WW/NW/CW
WW=300lm/m, NW and CW= 320lm
Also in colours, Blue, Green, Red and Yellow. 
120leds     24V   5mm    50mm     8W    WW/NW/CW
WW=315lm, NW=350lm and CW= 400lm. All versions sold in 5M or 
10M rolls.

10mm Width  
JL-L1-NS-TV10x18-120-14W-24V 
JL-L1-NS-TV10x18-60-14W-24V-RGB 
IP66 only

Top view, side bend.

Side view of this neon strip.

120leds 24V    10mm 50mm 14W WW-590lm 
120leds 24V    10mm 50mm 14W NW-630lm
120leds 24V    10mm 50mm 14W CW-610lm
  60leds    24V      8mm    100mm  14W    RGB

Available in WW=3000K, NW=4000K, CW=6000K 
RGB:  R=620nm, G=515nm, B=460nm
Sold in 5M rolls. 

120leds 24V 6mm 50mm  7.2W   180lm
120leds 24V 6mm 50mm 9.6W   300lm

Available in 2700K, 3000K, 4000K, 6000K, Blue, 
Green, Red, Yellow and Pink. 
Sold in 5M, 10M and 20M rolls.



LED POWER SUPPLIES
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LPV

RSP

GST



LPV-20-12

25

PSU
Type 

IP 
Rating

90-264VAC 12VDC L118xW35xH26mm
DC LPV-20-24 90-264VAC 24VDC 20W L118xW35xH26mm

DC LPV-35-12 90-264VAC 12VDC 35W L148xW40xH30mm
DC LPV-35-24 90-264VAC 24VDC 35W L148xW40xH30mm

DC LPV-60-12 90-264VAC,127-370DC 12VDC 60W L162xW42xH32mm
DC LPV-60-24 90-264VAC,127-370DC 24VDC 60W L162xW42xH32mm

DC LPV-100-12 90-264VAC,127-370DC 12VDC 100W L190xW52xH37mm
DC LPV-100-24 90-264VAC,127-370DC 24VDC 100W L190xW52xH37mm

DC LPV-150-12 180-305VAC,254-431DC 12VDC 150W L191xW63xH38mm
DC LPV-150-24 180-305VAC,254-431DC 24VDC 150W L191xW63xH38mm

20W

LPV  IP67 Fully encapsulated. Plastic casing.  Work temp. -30°C~+70°C. Non dimmable. 2 Year warranty.
Also available in other voltages, 5V, 15V, 36V and 48V.
DC

Box
Qty

60
60

40
40

32
32

20
20

20
20

CONSTANT VOLTAGE LED DRIVERS

RSP-75-12
DC RSP-75-24

85-264VAC,120-370DC 12VDC
85-264VAC,120-370DC      24VDC 75W

DC RSP-100-12 12VDC 100W
DC RSP-100-24 24VDC 100W

DC RSP-150-12 12VDC 150W
DC RSP-150-24 24VDC 150W

DC RSP-200-12 12VDC 200W
DC RSP-200-24 24VDC 200W

DC RSP-320-12 12VDC 320W
DC RSP-320-24 24VDC 320W

75W

RSP  These replace the "RS" type. They are a slimmer version.
IP20 Enclosed PFC. Work temp. -30°C~+70°C. Non dimmable. 3 Year warranty. 
Also available in other output voltages, 3.3V, 5V, 7.5V, 13.5V, 15V, 27V, 36V and 48V. 

DC 20
20

20
20

20
20

20
20

12
12

DC RSP-500-12 12VDC 500W
DC RSP-500-24 24VDC 500W

6
6

85-264VAC,120-370DC
85-264VAC,120-370DC

85-264VAC,120-370DC
85-264VAC,120-370DC

88-264VAC,124-370DC
88-264VAC,124-370DC

88-264VAC,124-370DC
88-264VAC,124-370DC
85-264VAC,120-370DC
85-264VAC,120-370DC

L159xW97xH30mm 
L159xW97xH30mm

L179xW99xH30mm 
L179xW99xH30mm

L199xW99xH30mm 
L199xW99xH30mm

L215xW115xH30mm 
L215xW115xH30mm

L215xW115xH30mm
L215xW115xH30mm

L219xW115xH50mm 
L219xW115xH50mm

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

Part
Number

Input
Voltage

Output
Voltage Wattage

Dimensions in mm 
Length x Width x Height

Output

85-264VAC 12VDC
Desktop

GST-18-12-P1J
GST-18-24-P1J 85-264VAC 24VDC 18W

Desktop 85-264VAC 12VDC 25W
Desktop

GST-25-12-P1J
GST-25-24-P1J 85-264VAC 24VDC 25W

Desktop GST-40A-12-P1J 90-264VAC 12VDC 40W
Desktop GST-40A-24-P1J 90-264VAC 24VDC 40W

Desktop GST-60A-12-P1J 90-264VAC 12VDC 60W
Desktop GST-60A-24-P1J 90-264VAC 24VDC 60W

Desktop GST-90A-12-P1J 90-264VAC 12VDC 90W
Desktop GST-90A-24-P1J 90-264VAC 24VDC 90W

L93xW54xH36mm 
L93xW54xH36mm

L93xW54xH36mm 
L93xW54xH36mm

L125xW50xH32mm 
L125xW50xH32mm

L125xW50xH32mm
L125xW50xH32mm

L145xW60xH32mm
L145xW60xH32mm

18W

GST   Desktop AC/DC PSU. Plastic casing.  Work temp. -30°C~+70°C. Non dimmable. 3 Year warranty.

Desktop 60
60

60
60

40
40

40
40

30
30

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

Desktop PL-IEC-UK PLUG Power lead for desktop drivers. IEC connection to 3pin UK plug

Desktop DC-JACK-2.1mm 2.1mm size DC socket lead, 1M long with bare end wires

P1J 
DC 2.1mm

The GST range is supplied without power leads. If you require these please select one of the two options below.

75W & 100W

150W & 200W

Desktop PL-IEC-EU PLUG Power lead for desktop drivers. IEC connection to 2pin Euro plug



LED POWER SUPPLIES
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PSU

PSU-M

SLIMLINE
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PSU
Type 

IP 
Rating

Box
Qty

CONSTANT VOLTAGE LED DRIVERS

JL-PSU-7-12-IP40

DC JL-PSU-15-12-IP40 12VDC 15W
DC JL-PSU-15-24-IP40 24VDC 15W

DC JL-PSU-35-12-IP40 12VDC 35W
DC JL-PSU-35-24-IP40 24VDC 35W

DC JL-PSU-60-12-IP40 12VDC 60W
DC JL-PSU-60-24-IP40 24VDC 60W

7W

JL-PSU-IP40
IP40 Plastic casing with enclosed ends. Work temp. -30°C~+50°C. Non dimmable. 2 Year warranty. 

DC 210

210
210

80
80

100
100

100-240VAC

JL-PSU-M-IP67 
IP67 Aluminium ultra thin waterproof LED PSU's. Work temp. -30°C~+60°C. Non dimmable. 2 Year warranty. 

IP40

IP40
IP40

IP40
IP40

IP40
IP40

Part
Number

Input
Voltage

Output
Voltage

Output
Wattage

Dimensions in mm 
Length x Width x Height

12VDC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

L100xW30xH22mm

L100xW30xH22mm
L100xW30xH22mm

L145xW37xH22mm
L145xW37xH22mm

L175xW42xH24mm
L175xW42xH24mm

DC 12VDC 60W
DC 24VDC 60W

DC 12VDC 100W
DC 24VDC 100W

DC 12VDC 120W
DC 24VDC 120W

82
82

72
72

72
72

IP67
IP67

IP67
IP67

IP67
IP67

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

DC 12VDC 150W
DC 24VDC 150W

DC 12VDC 200W
DC 24VDC 200W

DC 12VDC 250W
DC

JL-PSU-M-60-12-IP67 
JL-PSU-M-60-24-IP67

JL-PSU-M-100-12-IP67 
JL-PSU-M-100-24-IP67

JL-PSU-M-120-12-IP67 
JL-PSU-M-120-24-IP67

JL-PSU-M-150-12-IP67 
JL-PSU-M-150-24-IP67

JL-PSU-M-200-12-IP67 
JL-PSU-M-200-24-IP67

JL-PSU-M-250-12-IP67 
JL-PSU-M-250-24-IP67

JL-PSU-M-300-12-IP67
JL-PSU-M-300-24-IP67

24VDC 250W

35
35

32
32

20
20

IP67
IP67

IP67
IP67

IP67
IP67

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

L168xW61xH18mm 
L168xW61xH18mm

L178xW61xH18mm 
L178xW61xH18mm

L178xW61xH18mm 
L178xW61xH18mm

L207xW59xH33mm 
L207xW59xH33mm

L238xW59xH33mm 
L238xW59xH33mm

L240xW72xH33mm 
L240xW72xH33mm

L240xW72xH33mm 
L240xW72xH33mm

DC 12VDC 300W
DC 24VDC 300W

20
20

IP67
IP67

100-240VAC
100-240VAC

JL-SLIMLINE-Y1-IP20 
IP20 Plastic ultra thin LED PSU's. Work temp. -30°C~+50°C. Non dimmable. 3 Year warranty. 

DC 12VDC 60W
DC 24VDC 60W

DC 12VDC
DC 24VDC

DC 12VDC 100W
DC 24VDC 100W

50
50

50
50

50
50

IP20
IP20

IP20
IP20

IP20
IP20

90-265VAC
90-265VAC

90-265VAC
90-265VAC

90-265VAC
90-265VAC

DC 12VDC 150W
DC 24VDC 150W

50
50

IP20
IP20

90-265VAC
90-265VAC

JL-SLIM-60-12-IP20 
JL-SLIM-60-24-IP20

JL-SLIM-75-12-IP20 
JL-SLIM-75-24-IP20

JL-SLIM-100-12-IP20 
JL-SLIM-100-24-IP20

JL-SLIM-150-12-IP20 
JL-SLIM-150-24-IP20

L320xW30xH19mm 
L320xW30xH19mm

L320xW30xH19mm 
L320xW30xH19mm

L320xW30xH19mm 
L320xW30xH19mm

L360xW32xH24mm 
L360xW32xH24mm

75W
75W



LED POWER SUPPLIES
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JHVA

JHVLN

TRIAC DIMMABLE

PSU-P
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PSU
Type 

IP 
Rating

JHVA  IP67 - Metal casing. Protected against short circuit, over load and over temperature.
Work temp. -25°C~+40°C. Non dimmable. 2 Year warranty. 

Box
Qty

CONSTANT VOLTAGE LED DRIVERS

JHVA-20-12
DC JHVA-20-24 20W

DC JHVA-30-12 12VDC 30W
DC JHVA-30-24 24VDC 30W

DC JHVA-30-12-A 12VDC 30W
DC JHVA-30-24-A 24VDC 30W

DC JHVA-45-12 12VDC 45W
DC JHVA-45-24 24VDC 45W

DC JHVA-60-12 12VDC 60W
DC JHVA-60-24 24VDC 60W

20WDC 50
50

50
50

30
30

50
50

20
20

DC JHVA-80-12 12VDC 80W
DC JHVA-80-24 24VDC 80W

DC JHVA-100-12 12VDC 100W
DC JHVA-100-24 24VDC 100W

L157xW29xH20mm 
L157xW29xH20mm

L182xW29xH20mm 
L182xW29xH20mm

L153xW40xH22mm 
L153xW40xH22mm

L222xW40xH22mm 
L222xW40xH22mm

L192xW47xH36mm 
L192xW47xH36mm

L178xW68xH39mm 
L178xW68xH39mm

L213xW68xH39mm 
L213xW68xH39mm

L240xW95xH50mm 
L240xW95xH50mm

L240xW95xH50mm 
L240xW95xH50mm

10
10

10
10

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

JHVLN-60-12
DC JHVLN-60-24

12VDC 
60W

DC JHVLN-100-12 12VDC 100W
DC JHVLN-100-24 24VDC 100W

DC JHVLN-150-12 12VDC 150W
DC JHVLN-150-24 24VDC 150W

DC JHVLN-200-12 12VDC 200W
DC JHVLN-200-24 24VDC 200W

60W

JHVLN   TRIAC dimmable drivers. IP20. Work temp. -25°C~+40°C. 3 Year warranty.

DC 20
20

20
20

10
10

10
10

170-250VAC
170-250VAC

170-250VAC
170-250VAC

170-250VAC
170-250VAC

170-250VAC
170-250VAC

L160xW40xH33mm 
L160xW40xH33mm

L223xW68xH43mm 
L223xW68xH43mm

L223xW68xH43mm 
L223xW68xH43mm

L223xW68xH43mm 
L223xW68xH43mm

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP67
IP67

IP20
IP20

IP20
IP20

IP20
IP20

IP20
IP20

Part
Number

Input
Voltage

Output
Voltage Wattage

Dimensions in mm 
Length x Width x Height

12VDC
24VDC

Output

DC JHVA-150-12 12VDC 150W
DC JHVA-150-24 24VDC 150W

DC JHVA-200-12 12VDC 200W
DC JHVA-200-24 24VDC 200W

10
10

10
10

IP67
IP67

IP67
IP67

24VDC

JL-PSU-P-IP67 
IP67 Plastic ultra thin waterproof LED PSU's. Work temp. -30°C~+60°C. Non dimmable. 2 Year warranty. 

DC 12VDC 35W
DC 24VDC 35W

DC 12VDC
DC 24VDC

DC 12VDC 100W
DC 24VDC 100W

82
82

72
72

72
72

IP67
IP67

IP67
IP67

IP67
IP67

100-240VAC
100-240VAC

100-240VAC
100-240VAC

100-240VAC
100-240VAC

DC 12VDC 150W
DC 24VDC 150W

DC 12VDC 200W
DC 24VDC 200W

35
35

32
32

IP67
IP67

IP67
IP67

100-240VAC
100-240VAC

175-240VAC
175-240VAC

JL-PSU-P-35-12-IP67 
JL-PSU-P-35-24-IP67

JL-PSU-P-60-12-IP67 
JL-PSU-P-60-24-IP67

JL-PSU-P-100-12-IP67 
JL-PSU-P-100-24-IP67

JL-PSU-P-150-12-IP67 
JL-PSU-P-150-24-IP67

JL-PSU-P-200-12-IP67 
JL-PSU-P-200-24-IP67

L168xW61xH18mm 
L168xW61xH18mm

L168xW61xH18mm 
L168xW61xH18mm

L178xW61xH18mm 
L178xW61xH18mm

L207xW59xH33mm 
L207xW59xH33mm

L238xW59xH33mm 
L238xW59xH33mm

60W
60W
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LED PROFILES

Suitable for so many applications

LED Surface Profile LED 
Floor Profile LED 

Corner Profile LED 
Recessed Profile LED 

Wall Profile LED 
Pendant Profile LED 

Waterproof Profile LED 
Stair Profile



AP12AP11AP10AP9

AP5 AP6 AP7 AP8

AP4AP2AP1AP3

AP34 AP35 AP36 AP37 AP38

AP33AP32AP30AP50

31



AP16AP15AP20AP13

AP17 AP22 AP23 AP21

AP29AP28AP53AP54

AP66 AP67 AP68 AP69

AP52AP62AP65AP64

32



> PC Cover: Frosted 
> 3 Sides light emitting 
> Mounting: Surface/Pendant

> PC Cover: Transparent, Frosted, Milky 
22.03 

20.9 

> PC Cover: Transparent, Frosted, Milky 
> Mounting: Pendant 

> PC Cover: Transparent, Frosted, Milky 
> For LED Shelf light or Cabinet light. 

AP46 AP47 AP48 AP49

AP45AP14AP43AP44

AP26 AP27 AP25 AP41 AP42

AP72 AP111AP57AP56AP55

AP59 AP58 AP61 AP60 AP73
>
>
>

PC Cover: Frosted 
3 Sides light emitting 
Mounting: Surface/Pendant  
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