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JHV Series 
5W-45W Constant Voltage Standard Power Unit 

JHV Series 
60W-200W Constant Voltage Standard Power Unit 

 

 
◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 

◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 
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Product Picture Model No. DC Output AC Input 
(mm) 

Dimension 

 JHVA-12060C4 60W, 12V 5A 
 

90-264V, PF≥0.6,  η>85% 

 

L192*W47*H36 
JHVA-24060C4 60W, 24V 2.5A 

JHVF-12060C6 60W, 12V 5A  

90-264V, PF≥0.9,  η>86% 

 

L219*W45.5*H32 
JHV-24060C6 60W, 24V 2.5A 

 
JHVA-12080C 80W, 12V 6.6A 

 

90-264V, PF≥0.6,  η>84% 

 

L200*W66*H52 

JHVA-24080C 60W, 24V 3.3A 

 

90-264V, PF≥0.6,  η>86% 

 

L200*W66*H52 

 JHVD-12100Y 100W, 12V 8.3A  

170-250V, PF≥0.6,  η>84% 

 

L220*W71*H53.5 
JHVD-24100Y 100W, 24V 4.1A 

JHVA-12100L 100W, 12V 8.3A  

90-264V, PF≥0.6,  η>85% 

 

L250*W66*H51 
JHVA-24100L 100W, 24V 4.1A 

 
 

JHV-12150S 

 

150W, 12V 12.5A 

 

170-250V, PF≥0.6,  η>85% 

 

L220*W95*H50 

 

JHV-24150S 

 

150W, 24V 6.25A 

 

170-250V, PF≥0.6,  η>86% 

 

L220*W95*H50 

 
 

JHV-12200K 

 

200W, 12V 16.6A 

 

170-250V, PF≥0.6,  η>86% 

 

L240*W95*H50 

 

JHV-24200K 

 

200W, 24V 8.3A 

 

170-250V, PF≥0.6,  η>87% 

 

L240*W95*H50 

 

Product Picture Model No. DC Output AC Input 
(mm) 

Dimension  

 JHVA-12005U 5W, 12V 0.4A 
 

90-264V, PF≥0.6,  η>81% 

 

L54*W27.5*H22.5 
JHVA-24005U 5W, 24V 0.2A 

JHVA-12010D2 10W, 12V 0.83A 
 

90-264V, PF≥0.6,  η>82% 

 

L65*W35*H22.5 
JHVA-24010D2 10W, 24V 0.41A 

 JHV-12020A2 20W, 12V 1.67A 
 

170-250V, PF≥0.6,  η>84% 

 

L157*W29*H20 
JHV-24020A2 20W, 24V 0.83A 

JHVA-12020A2 20W, 12V 1.67A 
 

90-264V, PF≥0.6,  η>83% 

 

L157*W29*H20 
JHVA-24020A2 20W, 24V 0.83A 

 JHVD-12030A 30W,12V 2.5A 
 

170-250V, PF≥0.6,  η>84% 

 

L182*W29*H20 
JHVD-24030A 30W, 24V 1.25A 

JHVA-12030B 30W,12V 2.5A  

90-264V, PF≥0.6,  η>83% 

 

L182*W29*H20 
JHVA-24030B 30W, 24V 1.25A 

 JHVA-12030N3 30W,12V 2.5A 
 

90-264V, PF≥0.6,  η>85% 

 

L153*W39*H22 
JHVA-24030N3 30W, 24V 1.25A 

JHV-12040B 40W,12V 3.3A 
 

170-250V, PF≥0.6,  η>85% 

 

L222*W29*H20 
JHV-24040B 40W, 24V 1.67A 

 JHV-12045M 45W,12V 3.75A  

170-250V, PF≥0.6,  η>83% 

 

L222*W29*H20 
JHV-24045M 45W, 24V 1.87A 

JHVA-12045M 45W,12V 3.75A  

90-264V, PF≥0.6,  η>84% 

 

L242*W40*H22 
JHVA-24045M 45W, 24V 1.87A 
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JHC Series 
1W-60W Constant Current Standard Power Unit 

JHC Series 
1W-60W Constant Current Standard Power Unit 

 

 
◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 

 ◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 

 

 

 

 

Product Picture 

 

Model No. 

 

DC Output 

 

AC Input 

    (mm)  

Dimension 

 

Product Picture 

 

Model No. 

 

DC Output 

 

AC Input 

   (mm) 

Dimension 
 

JHC04350R001 1.3W, 2-4V, 330mA Ф22*H26.5 JHC-80350B 26W, 50-80V 330mA 
 

JHC-12330Q 

JHCA-06700Q 

JHCA-12350U 

JHCA-06700U 

JHCA-20300U 

JHCA32300D1 

JHCA40300D1 

JHCA15600D2 

JHCA-32300A 

JHC-45330A 

JHC-65300A 

JHCA-15600A 

JHC-36600B 

JHC-45700B 

4W, 6-12V 330mA 
 

4W, 2-6V 660mA. 
 

4W, 6-12V 330mA 
 

4W, 2-6V 660mA 
 

6W, 10-20V 300mA. 
 

9.6W, 15-32V 300mA 
 

12W, 20-40V 300mA 
 

9W, 6-15V 600mA. 
 

10W, 15-32V 300mA 
 

15W, 25-45V 300mA 
 

20W, 30-65V 300mA 
 

9W, 8-15V 600mA 
 

22W, 20-36V 600mA 
 

30W, 25-45V 660mA 

90-264V, PF≥0.6,  η>70% 

 

 

 

 

90-264V, PF≥0.6,  η>75% 

 

 

 

 

90-264V, PF≥0.6,  η>75% 

 

 

 

 

90-264V, PF≥0.6,  η>83% 

 

 

 

 

170-250V, PF≥0.6,  η>84% 

 

Ф30*H32 

 

 

 

L54*W27.5*H22.5 

 

 

 

 

L65*W35*H22.5 

 

 

L107*W29*H20 

 

L157*W29*H20 

 

L107*W29*H20 

L157*W29*H20 

L182*W29*H20 

JHC-95300B 

JHC-120300B 

JHC-65450B 

JHC-65600B 

JHC-36900B 

JHCF-85350B 

JHCF-50700B 

JHCF-36900B 

JHCA36600N3 

JHCA45700N3 

JHCA80350N3 

JHCF85600C4 

JHCF551000C4 

JHCF361500C4 

28W, 55-95V 300mA 
 

36W, 60-120V 300mA 
 

29W, 30-65V 450mA 
 

39W, 30-65V 600mA 
 

32W, 20-36V 900mA 
 

30W, 40-85V 330mA 
 

33W, 30-50V 660mA 
 

32W, 20-36V 900mA 
 

21W, 20-36V 600mA 
 

30W, 25-45V 660mA 
 

26W, 50-80V 330mA 
 

51W, 50-85V 600mA 
 

55W, 30-55V 1000mA 
 

54W, 20-36V 1500mA 

170-250V, PF≥0.6,  η>88% 

 

 

 

 

170-250V, PF≥0.6,  η>85% 

 

 

 

 

90-264V, PF≥0.9,  η>85% 

 

 

 

 

90-264V, PF≥0.6,  η>84% 

 

 

 

 

90-264V, PF≥0.9,  η>85% 

L182*W29*H20 

 

 

 

 

L182*W29*H20 

 

 

 

 

L153*W39*H22 

 

 

 

 

L137*W50*H25 

 

 

 

 

L192*W47*H36 
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JHVS Series / SAA Series JHCS Series / SAASeries 

R 

 

30W-100W Constant Voltage EMC Power Unit 20W-100W Constant Current EMC Power Unit 
 

 
◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎Build-in active PFC function 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎3 year warranty 

 ◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎Build-in active PFC function 

◎Protections: Short circuit/ Over load/ over temperature 

◎Suitable for LED-based decorative lightings 

◎3 year warranty 

 

 
 

S S 
A A A A 
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Product Picture Model No. DC Output AC Input 
    (mm) 

Dimension 

 
 

JHVS-12030B2 

 

30W, 12V 2.5A 
90-264V, PF≥0.95, 

η>83%, THD<10% 

 

L213*W37*H26 

 

JHVS-24030B2 

 

30W, 24V 1.25A 
90-264V, PF≥0.95, 

η>84%, THD<10% 

 

L213*W37*H26 

 
 

JHVS-12040B2 

 

40W, 12V 3.3A 
90-264V, PF≥0.95, 

η>83%, THD<10% 

 

L192*W47*H36 

 

JHVS-24040B2 

 

40W, 24V 1.67A 
90-264V, PF≥0.95, 

η>85%, THD<10% 

 

L192*W47*H36 

 
 

JHVS-12060C2 

 

60W, 12V 5A 
90-264V, PF≥0.95, 

η>83%, THD<10% 

 

L175*W71*H44 

 

JHVS-24060C2 

 

60W, 24V 2.5A 
90-264V, PF≥0.95, 

η>84%, THD<10% 

 

L175*W71*H44 

 
 

JHVS-12080C3 

 

80W, 12V 6.66A 
90-264V, PF≥0.95, 

η>84%, THD<10% 

 

L203*W72*H42 

 

JHVS-24080C3 

 

80W, 24V 3.33A 
90-264V, PF≥0.95, 

η>85%, THD<10% 

 

L203*W72*H42 

 
 

JHVS-12100L 

 

100W, 12V 8.3A 
90-264V, PF≥0.95, 

η>85%, THD<10% 

 

L213*W68*H39 

 

JHVS-24100L 

 

100W, 24V 4.1A 
90-264V, PF≥0.95, 

η>86%, THD<10% 

 

L213*W68*H39 

 

Product Picture Model No. 
DC 

Output 
AC Input 

    (mm) 

Dimension 

 JHCS-50350B2 17W, 25-50V 330mA 90-264V, PF≥0.95, 

η>84%, THD<10% 

 

L213*W37*H26 
JHCS-75330B2 25W, 50-75V 330mA 

JHCS-30700B2 20W, 15-30V 660mA 90-264V, PF≥0.95, 

η>84%, THD<10% 

 

L213*W37*H26 
JHCS-50700B2 33W, 25-50V 660mA 

 JHCS-45500B2 22W, 25-45V 500mA 90-264V, PF≥0.95, 

η>83%, THD<10% 

 

L213*W37*H26 
JHCS-60600B2 36W, 30-60V 600mA 

JHCS-361000B2 36W, 20-36V 1000mA 170-250V, PF≥0.95, 

η>84%, THD<10% 

 

L213*W37*H26 
JHCS-301200B2 36W, 15-30V 1200mA 

 JHCS-85700C2 56W, 50-85V 660mA 
 
 

90-264V, PF≥0.95, 

η>85%, THD<10% 

 

 

L175*W71*H44 JHCS-551000C2 55W, 30-55V 1000mA 

JHCS-361500C2 54W, 20-36V 1500mA 

 JHCS-551400C3 77W, 30-55V 1400mA 
 
 

90-264V, PF≥0.95, 

η>85%, THD<10% 

 

 

L203*W72*H42 JHCS-362000C3 72W, 20-36V 2000mA 

JHCS-322500C3 80W, 20-32V 2500mA 

 JHCS-363000L 108W, 25-36V 

3000mA 

90-264V, PF≥0.95, 
η>85%, THD<10% 

 

L213*W68*H39 
JHCS-482000L 96W, 30-48V 2000mA 

JHCS-552000L 110W, 40-55V 

2000mA 
90-264V, PF≥0.95, 
η>86%, THD<10% 

 

L213*W68*H39 
JHCS-901200L 108W, 60-90V 

1200mA  
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JHVA-X Series 
20W-80W Constant Voltage Plastic Case Power Unit 

JHCA-X Series 
10W-80W Constant Current Plastic Case Power Unit 

 

 
◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Plastic case, Class II power unit, no FG 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 

 ◎Isolated design, safety & reliability 

◎100% full load burn-in testing 

◎IP67 rating, suitable for indoor & outdoor application 

◎Protections: Short circuit/ Over load/ over temperature 

◎Plastic case, Class II power unit, no FG 

◎Suitable for LED-based decorative lightings 

◎2 year warranty 
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Product Picture Model No. DC Output AC Input 
    (mm) 

Dimension 

 JHCA-32350Q2 10W, 15-32V 330mA 
90-264V, PF≥0.6, η>82% 

 

Ф53*H22 
JHCA-15700Q2 10W, 8-15V 660mA 

JHCF-65300Q3 20W, 30-65V 300mA  

 

90-264V, PF≥0.9, η>84% 

 

Ф63*H24 JHCF-80350Q4 27W, 50-80V 330mA 

JHCF-45700Q4 30W, 25-45V 660mA 

 JHCF-32350X3 10W, 20-32V 330mA 
90-264V, PF≥0.9, η>83% 

 

L100*W32*H24.5 
JHCF-15700X3 9W, 8-15V 600mA 

JHCF-60350X2 20W, 35-60V 330mA 
90-264V, PF≥0.9, η>83% 

 

L120*W35.5*H27 
JHCF-36600X2 21W, 20-36V 600mA 

 JHCF-80350X4 26W, 50-80V 330mA  

 

90-264V, PF≥0.9, η>86% 

 

 

L150*W40*H30 JHCF-50700X4 33W, 25-50V 660mA. 

JHCF-361000X4 36W, 20-36V 1000mA 

 JHCF-85700X 56W, 50-85V 660mA 
90-264V, PF≥0.9, η>87% 

 

 

L164*W42*H32 
JHCF-130350X 43W, 80-130V 330mA 

JHCF-551000X 55W, 30-55V 1000mA 
90-264V, PF≥0.9, η>87% 

JHCF-481200X 57W, 30-48V 1200mA 

 JHCF-501500X1 75W, 30-50V 1500mA  

 

90-264V, PF≥0.9, η>88% 

 

 

L153*W53*H35 JHCF-362000X1 72W, 25-36V 2000mA 

JHCF-451800X1 81W, 15-26V 1800mA 

 

Product Picture Model No. DC Output AC Input 
     (mm) 

Dimension 

 
 

JHVA-12020X2 

 

20W, 12V 1.67A 

 

90-264V, PF≥0.6,  η>82% 

 

L120*W35.5*H27 

 

JHVA-24020X2 

 

20W, 24V 0.83A 

 

90-264V, PF≥0.6,  η>83% 

 

L120*W35.5*H27 

 JHVA-12040X4 40W, 12V 3.3A  

90-264V, PF≥0.6,  η>83% 

 

L150*W40*H30 
JHVA-24040X4 40W, 12V 1.67A 

JHV-12045X4 45W, 12V 3.75A  

170-250V, PF≥0.6,  η>83% 

 

L150*W40*H30 
JHV-24045X4 45W, 24V 1.87A 

 
 

JHVA-12060X 

 

60W, 12V 5A 

 

90-264V, PF≥0.6,  η>84% 

 

L164*W42*H32 

 

JHVA-24060X 

 

60W, 24V 2.5A 

 

90-264V, PF≥0.6,  η>85% 

 

L164*W42*H32 

 
 

JHVA-12080X1 

 

80W, 12V 6.66A 

 

90-264V, PF≥0.6,  η>84% 

 

L153*W53*H35 

 

JHVA-24080X1 

 

80W, 24V 3.33A 

 

90-264V, PF≥0.6,  η>85% 

 

L153*W53*H35 

 
 

JHVA-12100X5 

 

100W, 12V 8.33A 

 

90-264V, PF≥0.6,  η>84% 

 

L192*W52*H37 

 

JHVA-24100X5 

 

100W, 24V 4.16A 

 

90-264V, PF≥0.6,  η>86% 

 

L192*W52*H37 
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JHCF-N Series Lightning Protection Drivers 
3W-45W for No Flicker LED Drivers 30W-60W Constant Current EMC Power Unit 

 

 
◎100-240V AC input 

◎Isolated design, safety & reliability. 

◎Plastic housing, IP20 rating, indoor application 

◎100% full load burn-in testing 

◎High power factor (PF>0.90) 

◎Low Luminous Flux Pulsation (LFP<5%), No flicker 

◎Suitable for LED down light, spot light, panel, etc 

◎2 years warranty 

 

 

 
◎90-277V AC input 

◎IP67 rating, aluminum case, cooling by free air convection 

◎100% full load burn-in testing 

◎4KV lightning protection, THD<10% (at 110VAC) 

◎Built-in active PFC function, PF>0.95 

◎Suitable for LED lights & LED street light, etc 

◎3 year warranty 
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Product Picture Model No. DC Output Features AC Input 
    (mm) 

Dimension 

 
 

JHCS-85350C12 

 

28W, 50-85V 330mA 
 

PF>0.95, 

THD<10%, 

4KV Surge 

 
 

90-277V, 

η>84% 

 

 

L138*W45.5*H32 
 

HCS-50600C12 

 

30W, 30-50V 600mA 

 
 

HCS-36900C12 

 

32W, 20-36V 900mA 
 

PF>0.95, 

THD<10%, 

4KV Surge 

 
 

90-277V, 

η>85% 

 

L140*W45.5*H32 

 

HCS-361000C7 

 

36W, 20-36V 1000mA 

 

L154*W45.5*H32 

 
 

HCS-120300C7 

 

36W, 90-120V 300mA 
 

PF>0.95, 

THD<10%, 

4KV Surge 

 
 

90-277V, 

η>85% 

 

 

L154*W45.5*H32 
 

HCS-65600C7 

 

39W, 35-65V 600mA 

 
 

HCS-85600C9 

 

51W, 50-85V 600mA 
 

PF>0.95, 

THD<10%, 

4KV Surge 

 
 

90-277V, 

η>87% 

 

 

L160*W45.5*H32 
 

HCS-551000C9 

 

55W, 30-55V 1000mA 

 
 

HCS-451200C9 

 

54W, 30-45V 1200mA 
 

PF>0.95, 

THD<10%, 

4KV Surge 

 
 

90-277V, 

η>87% 

 

 

L160*W45.5*H32 
 

HCS-361500C9 

 

54W, 20-36V 1500mA 

 

Product Picture Model No. DC Output Features AC Input 
    (mm) 

Dimension 

 
 

JHCA-N-12300H6 

 

3.6W, 6-12V 300mA 
 

PF>0.6 

LFP<5%, 

No Flicker 

 
 

100-240V, 

η>80% 

 

 

L68*W33*H22 
 

JHCA-N-06700H6 

 

4W, 2-6V 660mA 

 
 

JHCF-N-32300H4 

 

9.6W, 15-32V 300mA 
 

PF>0.90, 

LFP<5%, 

No Flicker 

 
 

100-240V, 

η>80% 

 

 

L88*W38*H22 
 

JHCF-N-15700H4 

 

9W, 8-15V 660mA 

 JHCF-N-45300H5 13.5W, 25-45V 300mA  

PF>0.90, 

LFP<5%, 

No Flicker 

 
 

100-240V, 

η>80% 

 

 

L110*W42*H23.5 JHCF-N-65300H5 18W, 30-65V 300mA 

JHCF-N-45400H5 18W, 30-45V 400mA 

 
 

JHCF-N-80300H5 

 

24W, 50-80V 300mA 
 

PF>0.90, 

LFP<5%, 

No Flicker 

 
 

100-240V, 

η>80% 

 

 

L110*W42*H23.5 
 

JHCF-N-45600H5 

 

27W, 25-45V 600mA 

 
 

JHCF-N-45900H2 

 

40W, 25-45V 900mA 
 

PF>0.90, 

LFP<5%, 

No Flicker 

 
 

170-250V, 

η>80% 

 

 

L140*W45*H28 
 

JHCF-N-125350H2 

 

43W, 80-125V 330mA 
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JHV-N Series 
36W--360W  Non Waterproof Switching Power Supplies 

J Dimmable Driver Series 
Triac Dimming & 0/1-10V Dimming 

 

 
◎Ip20 rating, indoor application 

◎Protections: Short circuit/ Over voltage/Over load 

◎100% full load burn-in testing 

◎Cooling by free air convection 

◎2 year warranty 
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Product Picture Model No. DC Output Dimming AC Input 
    (mm) 

Dimension 

 JHCL-30350H 10W, 20-30V 330mA  
Triac 

Dimming 

 

170-250V 

L88*W39*H22.5 

JHCL-45350H2 15W, 25-45V 330mA  

L140*W45*H25 
JHCL-45700H2 31W, 25-45V 660mA 

 JHVL-12030B 30W, 12V 2.5A 
 

0/1-10V 

Dimming 

 

90-264V 

 

L222*W29*H20 

JHVL-24030B 30W, 24V 1.25A 

 JHVL-12060C11 60W, 12V 5A 
 

0/1-10V 

Dimming 

 

90-264V 

 

L217*W47*H36 

JHVL-24060C11 60W, 24V 2.5A 

 JHVL-12100Z1 100W, 12V 8.3A 
 

0/1-10V 

Dimming 

 

90-264V 

 

L213*W68*H39 

JHVL-24100Z1 100W, 24V 4.17A 

 

Product Picture Model No. DC Output 
Voltage 

Adjustable AC Input 
    (mm) 

Dimension 

 JHV-N-12036 36W, 12V 3A  

10% 

 

230V, η>82% 

 

L85*W58*H38 

JHV-N-24036 36W, 24V 1.5A 

JHV-N-12060 60W, 12V 5A  

10% 

 

230V, η>84% 

 

L129*W98*H40 

JHV-N-24060 60W, 24V 2.5A 

 JHV-N-12100 100W, 12V 8.3A  

10% 

 

230V, η>84% 

 

L159*W98*H42 

JHV-N-24100 100W, 24V 4.17A 

JHV-N-12150 150W, 12V 12.5A  

10% 

 

230V, η>85% 

 

L199*W110*H50 

JHV-N-24150 150W, 24V 6.25A 

 JHV-N-12200 200W, 12V 16.7A  

10% 

 

230V, η>86% 

 

L199*W110*H50 
JHV-N-24200 200W, 24V 8.3A 

JHV-N-12250 250W, 12V 20.8A  

10% 

 

230V, η>86% 

 

L199*W110*H50 
JHV-N-24250 250W, 24V 10.4A 

 JHV-N-12300 300W, 12V 25A  

10% 

 

230V, η>88% 

 

L215*W115*H50 
JHV-N-24300 300W, 24V 12.5A 

JHV-N-12360 360W, 12V 30A  

10% 

 

230V, η>88% 

 

L215*W115*H50 
JHV-N-24360 360W, 24V 15A 

 

 

 
 

 


