
IP20 - Indoor Use

Standard type

Volts Volts

12V DC & 

Lumens

24V DC & 

Lumens

IP20 White > 3000-6500K
60pcs p/m 

(300pcs per roll)

4.8W p/m 

(24W roll)

12Vdc 

350lm/m

24Vdc 

350lm/m
Ra90

IP20 White > 3000-6500K
120pcs p/m 

(600pcs per roll)

9.6W p/m 

(48W roll)

12Vdc 

700lm/m

24Vdc 

700lm/m
Ra90

IP20 White > 3000-6500K
300pcs p/m 

(1500pcs p/roll)

18W p/m 

(90W roll)

Not 

Available

24Vdc 

1400lm/m
Ra90

IP20 WW, NW, CW
300pcs p/m 

(1500pcs p/roll)

24W p/m 

(120W roll)

Not 

Available

24Vdc 

1861lm/m
Ra80

IP62 - Waterproof WW, NW, CW
300pcs p/m 

(1500pcs p/roll)

24W p/m 

(120W roll)

Not 

Available

24Vdc 

1601lm/m
Ra80

IP65 - Silicon type WW, NW, CW
300pcs p/m 

(1500pcs p/roll)

24W p/m 

(120W roll)

Not 

Available

24Vdc 

1765lm/m
Ra80

IP67 - Waterproof White > 3000-6500K
60pcs p/m 

(300pcs per roll)

4.8W p/m 

(24W roll)

12Vdc 

350lm/m

24Vdc 

350lm/m
Ra90

IP67 - Waterproof White > 3000-6500K
120pcs p/m 

(600pcs per roll)

9.6W p/m 

(48W roll)

12Vdc 

700lm/m

24Vdc 

700lm/m
Ra90

IP67 - Waterproof WW, NW, CW
300pcs p/m 

(1500pcs p/roll)

24W p/m 

(120W roll)

Not 

Available

24Vdc 

1749lm/m
Ra80

IP68 - Waterproof WW, NW, CW
300pcs p/m 

(1500pcs p/roll)

24W p/m 

(120W roll)

Not 

Available

24Vdc 

1738lm/m
Ra80

Specification Sheet

Flexi-Strip 2216 Series

IP62 - Waterproof IP65 - Waterproof
IP67 - Waterproof               

IP68 - Waterproof 

                                                                       

Standard type uses high  

transparent silicone glue. Note it 

has an arch shape appearance

Silicon sleeve finish                               

No glue inside              
Silicon and glued inside

CRI

JL2-IP20-2216-8-120-9.6W-12V-Colour                      

JL2-IP20-2216-8-120-9.6W-24V-Colour
8mm

JL2-IP20-2216-8-300-18W-24V-Colour

JL2-IP20-2216-8-60-4.8W-12V-Colour                      

JL2-IP20-2216-8-60-4.8W-24V-Colour
8mm

IP rating JLEDs Part Number Colours
LEDs Qty Per 

Metre or Roll

Watts Per 

Metre or 

Roll

PCB 

Width

JL2-IP67-2216-8-60-4.8W-12V-Colour                      

JL2-IP67-2216-8-60-4.8W-24V-Colour
8mm

JL2-IP67-2216-8-120-9.6W-12V-Colour                      

JL2-IP67-2216-8-120-9.6W-24V-Colour
8mm

Professional strip for applications which require exceedingly high light levels

JL-IP68-2216-10-300-24W-24V-Colour 10mm

JL-IP65-2216-10-300-24W-24V-Colour 10mm

JL-IP20-2216-10-300-24W-24V-Colour 10mm

JL-IP62-2216-10-300-24W-24V-Colour 10mm

JL-IP67-2216-10-300-24W-24V-Colour 10mm

8mm

 
 

 

Applications 
Cove lighting 
Architectural 
Decorative 
Canopy and Edge lighting  
Archways, Paths, Back 
lights  
Signage 
Exhibition stands  
TV, Film and Theatre uses 
Making up into Light bars   

General Information 
Our flexi strip is 
supplied on white PCB 
with 3M adhesive tape 
attached. A full range of 
drivers, controllers and 
accessories are also 
available. 


