
 

 

 

 

 

 

  

 
  

  

 

 

 



MOD78 Module 
Replace professional MR16 halogen 50W downlight 
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Features

• Brilliant light output powered by Epistar COB with consistent colour temperature.
• Multi-beam angle option.
• Compact module with a detachable construction plus a high colour rendering up to CRI 97.
• Designed to be compatible with standard MR16/GU10 lamps which are 50mm diameter. This means they

fit all our housings making them suitable for various applications.
• Patented heat-sink design with engineered thermal design.
• Dimmable LED driver designed to suit universal dimmers.
• 50,000 hours lifespan.
• 3 Year warranty is standard. 5 Year option available too.
• Reflector can be changeable for various beam angle.
• Colour temperature from 2800K - 7000K.
• IP65 waterproof option.
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Module Features
The unique clip-lock, recessed downlight module mounting ring is a new innovative design, enabling simple change 
over to LED lights with any 50mm diameter lamp holder.

Using sturdy spring clips, installation is simple. Commonly used 50mm diameter fittings (typically MR16 and GU10) 
can be installed quickly into the rear of the fixture.

The unique design of our fixture allows either 70mm or 90mm diameter cut out to be adopted with all four models.

Providing a deep module fixture reduces glare significantly without reducing the overall lighting performance with a 
uniform light spread.

If it is more light you need this is also the perfect solution to replace MR16 or GU10 style lamps.

Patent design
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Optics and Lamps

MOD70 9W

MOD78 13W

Cable 
Strain relief 
Heat�sink 
Light�source 
Reflector 
PMMA 
Front�ring

10° 20°or 30° 55° or 60°

Easily�change�the�reflector

 LED Module    Compatible size with MR16/GU10 halogen downlight

Narrow Spot Medium Flood Wide Flood

10° 20-30° 30-40° 50-60°

Very Wide Flood

80-90°

38°

MOD96 15W 18W

MOD50 3W 5W 7W
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MOD50
MOD78

MOD70
MOD96

A fantastic detachable design

The combination of 4 types of modules 
and 21 fixtures gives an impressive 
total of 84 different LED downlights to 
choose from, and more is being added to 
the range all the time

RF2

RF1 - IP44

RA1

RA2

RA3 RA4

SQ1

SQ4

SQ5

RF8

RF3 RF4
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  MOD78 LED Module "CCT" Version
One button changes both the colour temperature and 
brightness dimming function 
Compatible size with MR16 and GU10 halogen lamps 

Features

Optics 

15° 24°

36° 60°

▪ Colour temperature can be changed at any brightness

▪ Create your own lighting environment simply by pressing a switch
▪ Free wireless connection

▪ 50000 hours lifespan

▪ Higher light efficiency

▪ 3 and 5 year warranty

CCT 2700K-6000K 
CRI 800/1-10V

IP65
DALI

IP20 F
80

CRI 3STEP

Macadam <19
UGR

PHASE

2700K
Dimming in 0-100%

4000K
Dimming in 0-100%

6000K
Dimming in 0-100%
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1100-1200lm 15° 13W36V

 Voltage

STANDARD MODEL

Product Code Lumens  Beam

85-92lm/W

Wattage    Efficiency

MOD78-13W-CCT-15° 350�mA�

Current

2700-6000K

CCT

2700K
Dimming in 0-100%

C
o
lo

r 
T
e
m

p
e
ra

tu
re

 (
K

)

illuminance (Lx)

Comfortable

Sultry 

ҁ unnatural color ҂

Dismal

(cold dark color)

2000

3000

4000

5000

6000

7000

1 2 5 10 20 50 100 200 500 1000 2000

4000K
Dimming in 0-100%

6000K
Dimming in 0-100%

SWITCH

TRIAC DIMMER

SWITCH TRIAC DIMMER

+
-
-

PRI SEC

LED
L
N

1100-1200lm 24° 13W36V 85-92lm/WMOD78-13W-CCT-24° 350�mA�2700-6000K 

1100-1200lm 36° 13W36V 85-92lm/WMOD78-13W-CCT-36° 350�mA�2700-6000K 

1100-1200lm 60° 13W36V 85-92lm/WMOD78-13W-CCT-60° 350�mA�2700-6000K 
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C COB+LENS LED Module 
Compatible size with MR16 and GU10 halogen lamps 

Features

Optics 

15° 24°

36° 60°

▪ Fantastic light effect by COB+LENS design.

▪ Provides less glare over reflector version.

▪ Concise and reliable structural design.

▪ Mains (TRIAC) dimmable LED available upon request.

▪ Multi-beam angle option.

▪ Lens can be changeable.

▪ Housing colour: White, Black,customized.

▪ 50,000 hours lifespan, 3-year warranty or 5-year warranty for option.

Cree Epistar

Tridonic PHILIPS

PHILIPS

LED�Driver

CRI 83-97

CCT 2700K-6500K

0/1-10V

IP65
DALI

IP20 F
97

CRI 3STEP

Macadam <19
UGR

PHASE

MOD50-AG

MOD70-AG
MOD78-AG

New

New
New
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700 lm 24°

36°
60°

7W

MOD50-AG-7W-15°
MOD50-AG-7W-24° 
MOD50-AG-7W-36°
MOD50-AG-7W-60°

700 lm
700 lm

7W
7W

Product Code

STANDARD MODEL

Lumens Beam 

100 lm/W

Wattage Efficiency

100 lm/W
100 lm/W

700 lm 15° 7W 100 lm/W

900 lm 24°

36°
60°

9W

MOD70-AG-9W-15°
MOD70-AG-9W-24° 
MOD70-AG-9W-36°
MOD70-AG-9W-60°

900 lm
900 lm

9W
9W

100 lm/W

100 lm/W
100 lm/W

900 lm 15° 9W 100 lm/W

1150 lm 24°

36°
60°

9W

MOD70-AG-9W-HO-15°
MOD70-AG-9W-HO-24° 
MOD70-AG-9W-HO-36°
MOD70-AG-9W-HO-60°

1150 lm
1150 lm

9W
9W

128 lm/W

128 lm/W
128 lm/W

1150 lm 15° 9W 128 lm/W

900 lm 24°

36°
60°

7W

MOD50-AG-7W-HO-15°
MOD50-AG-7W-HO-24° 
MOD50-AG-7W-HO-36°
MOD50-AG-7W-HO-60°

900 lm
900 lm

7W
7W

128 lm/W

128 lm/W
128 lm/W

900 lm 15° 7W 128 lm/W

24°

36°
60°

MOD78-AG-13W-15°
MOD78-AG-13W-24° 
MOD78-AG-13W-36°
MOD78-AG-13W-60°

15°

1600 lm 24°

36°
60°

13W

1600 lm
1600 lm

13W
13W

100 lm/W

100 lm/W
100 lm/W

1600 lm 15°

13W 100 lm/W
1300 lm

1300 lm
1300 lm

1300 lm

13W

13W
13W

123 lm/W

123 lm/W
123 lm/W

13W 123 lm/W

with COB 
Anti-glare lens

Dms ø50 x L49.5mm

with COB 
Anti-glare lens

Dms ø50 x L70.5mm

with COB 
Anti-glare lens

Dms ø50 x L78.5mm

MOD78-AG-13W-HO-15°
MOD78-AG-13W-HO-24° 
MOD78-AG-13W-HO-36°
MOD78-AG-13W-HO-60°

HO = High Output version

Available in colour temperatures
2700K, 3000K, 4000K, 5000K, 6500K

Lumen data based on 3000K version
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MOD50 LED Module 
  Compatible size with MR16 and GU10 halogen lamps 

Features

Optics 

Cree Epistar

Tridonic PHILIPS

PHILIPS

10° 15° 24° & 38° 60°

▪ High quality LED with consistent colour temperature.

▪ High lumen output with lower wattage.

▪ Concise and reliable structural design.

▪ Mains (TRIAC) dimmable LED available upon request, 0/1-10V dimmable,

DALI dimmable, C-Bus dimmable for option.▪

▪ Multi-beam angle option.

▪ IP20 & IP65 for different applications.

▪ Housing colour: White, Black,customized.

▪ 50,000 hours lifespan, 3-year warranty or 5-year warranty option.

LED�Driver

White� Black� Chrome�

CRI�80CRI�97 IP65�

CRI 83-97

CCT 2700K-6500K

0/1-10V

IP65
DALI

IP20 F
97

CRI 3STEP

Macadam <19
UGR

PHASE

Frosted�Centre Honeycomb (Anti-glare)
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10o

400 lm 24°

38°

60°

3W

MOD50-3W-10°
MOD50-3W-15°
MOD50-3W-24° 
MOD50-3W-38°
MOD50-3W-60°

400 lm
400 lm

3W
3W

Ø50 mm

4
9

.5
 m

m

Product Code

STANDARD MODEL

Lumens Beam 

130 lm/W

Wattage Efficiency

130 lm/W
130 lm/W

270 lm 10° 3W 130 lm/W

600 lm 24°

38°

60°

5W

MOD50-5W-10°
MOD50-5W-15°
MOD50-5W-24° 
MOD50-5W-38°
MOD50-5W-60°

600 lm
600 lm

5W
5W

120 lm/W

120 lm/W
120 lm/W

450 lm 10° 5W 110 lm/W

800 lm 24°

38°

60°

7W

MOD50-7W-10°
MOD50-7W-15°
MOD50-7W-24° 
MOD50-7W-38°
MOD50-7W-60°

800 lm
800 lm

7W
7W

114 lm/W

114 lm/W
114 lm/W

620 lm 10° 7W 90 lm/W

900 lm 24°

38°

60°

7W

MOD50-7W-HO-10°
MOD50-7W-HO-15°
MOD50-7W-HO-24° 
MOD50-7W-HO-38°
MOD50-7W-HO-60°

900 lm
900 lm

7W
7W

129 lm/W

129 lm/W
129 lm/W

650 lm 10° 7W 93 lm/W

Dimmable

Non Dim

Dimmable

Non Dim
Non Dim
Non Dim

Dimmable
Dimmable
Dimmable

Dimmable

Dimmable
Dimmable
Dimmable

Dimmable

Dimmable
Dimmable
Dimmable

HO = High Output version          
Lumen data based on 3000K version.
This product can be modified to make it waterproof to IP65 protection.

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

Technical

38o

400 lm 15° 3W 130 lm/W Non Dim

600 lm 15° 5W Dimmable
120 lm/W

800 lm 15° 7W 114 lm/W Dimmable

900 lm 15° 7W 129 lm/W Dimmable



11

  MOD70 LED Module 
  Compatible size with MR16 and GU10 halogen lamps 

Features

Optics 

▪ High quality LED with consistent colour temperature.
▪ High lumen output with lower wattage.
▪ Concise and reliable structural design.
▪ Mains (TRIAC) dimmable LED available upon request, 0/1-10V dimmable,
DALI dimmable, C-Bus dimmable for option.
▪ Multi-beam angle option.
▪ IP20 & IP65 for different applications.
▪ Housing colour: White, Black,customized.
▪ 50,000 hours lifespan, 3-year warranty or 5-year warranty option.

Cree Epistar

Tridonic PHILIPS

PHILIPS

LED�Driver

CRI�80CRI�97 IP65�

White� Black� Chrome�

CRI 83-97

CCT 2700K-6500K

0/1-10V
IP65

DALI
IP20 F97

CRI 3STEP

Macadam <19
UGR

PHASE

10° 20° 38° 60°30°

Frosted�Centre Honeycomb=(Anti-glare)
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10o

1100 lm 20°
30°
38°

9WMOD70-9W-20° 
MOD70-9W-30°
MOD70-9W-38°
MOD70-9W-60°

1100 lm
1100 lm

9W
9W

Product Code

STANDARD MODEL

Lumens Beam 

122 lm/W

Wattage Efficiency

122 lm/W
122 lm/W

60°1100 lm 9W 122 lm/W

1200 lm 20°
30°
38°

9W

MOD70-9W-HO-10°
MOD70-9W-HO-20° 
MOD70-9W-HO-30°
MOD70-9W-HO-38°
MOD70-9W-HO-60°

1200 lm
1200 lm

9W
9W

133 lm/W

133 lm/W
133 lm/W

800 lm 10° 9W  89 lm/W

60°1200 lm 9W 133 lm/W

Ø50 mm

7
0

.5
 m

m

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable

Dimmable
Dimmable

Dimmable

HO = High Output version
Lumen data based on 3000K version.

This product can be modified to make it waterproof to IP65 protection. 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

Technical

38o
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  MOD78 LED Module 
  Compatible size with MR16 and GU10 halogen lamps 

Features

Optics 

▪ High quality LED with consistent colour temperature.

▪ High lumen output with lower wattage.

▪ Concise and reliable structural design.

▪ Mains (TRIAC) dimmable LED available upon request, 0/1-10V dimmable,

DALI dimmable, C-Bus dimmable for option.

▪ Multi-beam angle option.

▪ IP20 &I P65 for different applications.

▪ Housing colour: White, Black,customized.

▪ 50,000 hours lifespan, 3-year warranty or 5-year warranty option.

Cree Epistar

Tridonic PHILIPS

PHILIPS

LED�Driver

CRI�80CRI�97 IP65�

White� Black� Chrome�

CRI 83-97

CCT 2700K-6500K

0/1-10V

IP65
DALI

IP20 F
97

CRI 3STEP

Macadam <19
UGR

PHASE

10° 20° 38° 60°30°

Honeycomb (Anti glare)
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10o

20°
30°
38°

13W

MOD78-13W-10°
MOD78-13W-20° 
MOD78-13W-30°
MOD78-13W-38°
MOD78-13W-60°

13W
13W

Product Code

STANDARD MODEL

Lumens Beam 

96 lm/W

Wattage Efficiency

96 lm/W
96 lm/W

10° 13W 75 lm/W

60° 13W 96 lm/W

1500 lm 20°
30°
38°

13W

MOD78-13W-HO-10°
MOD78-13W-HO-20° 
MOD78-13W-HO-30°
MOD78-13W-HO-38°
MOD78-13W-HO-60°

1500 lm
1500 lm

13W
13W

115 lm/W

115 lm/W
115 lm/W

1050 lm 10° 13W 80 lm/W

60°1500 lm 13W 115 lm/W

1250 lm

1250 lm
1250 lm

950 lm

1250 lm

7
8

.5
 m

m

Ø50 mm

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

HO = High Output version
Lumen data based on 3000K version.

This product can be modified to make it waterproof to IP65 protection. 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

Technical

38o



15

Features

Optics 

10° 15° 38° 55°

▪ High quality LED with consistent colour temperature.

▪ High lumen output with lower wattage.

▪ Concise and reliable structural design.

▪ Mains (TRIAC) dimmable LED available upon request, 0/1-10V dimmable,

DALI dimmable, C-Bus dimmable for option.

▪ Multi-beam angle option.

▪ IP20 & IP65 for different applications.

▪ Housing colour: White, Black,customized.

▪ 50,000 hours lifespan, 3-year warranty or 5-year warranty option.

Cree Epistar

Tridonic PHILIPS

PHILIPS

LED�Driver

White� Black� Chrome�

CRI�80CRI�97 IP65�

CRI 83-97

CCT 2700K-6500K

0/1-10V

IP65
DALI

IP20 F
97

CRI 3STEP

Macadam <19
UGR

PHASE

  MOD96 LED Module 
  Compatible size with MR16 and GU10 halogen lamps 

Honeycomb (Anti glare)

24°
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10o

15°
24°
38°

15W

MOD96-15W-10°
MOD96-15W-15° 
MOD96-15W-24°
MOD96-15W-38°
MOD96-15W-55°

15W

15W

Product Code

STANDARD MODEL

Lumens Beam 

100 lm/W

Wattage Efficiency

100 lm/W

100 lm/W

10° 15W 67 lm/W

55° 15W 100 lm/W

2000 lm 15°
24°
38°

18W

MOD96-18W-10°
MOD96-18W-15° 
MOD96-18W-24°
MOD96-18W-38°
MOD96-18W-55°

2000 lm
2000 lm

18W
18W

111 lm/W

111 lm/W
111 lm/W

2000 lm 10° 18W 111 lm/W

55°2000 lm 18W 111 lm/W

1500 lm

1500 lm
1500 lm

1000 lm

1500 lm

Technical

Ø50 mm

9
6
 m

m

Dist(m) Enadir(lx) Dh/Dv_B(m) S_B(sq.m) Eav_B(lx)

5.0 393.60 1.79/1.78 2.6 180.26

1.0 9840.02 0.36/0.36 0.1 4506.40

2.0 2460.00 0.72/0.71 0.4 1126.60

3.0 1093.34 1.08/1.07 0.9 500.71

4.0 615.00 1.43/1.43 1.6 281.65

Beam Angle(B): H20.3�V20.2��Field Angle(F): H49.3 V48.9

Dh

Dv

0

9090

1515
3030

4545

6060

7575

105105

12597

10078

7558

5039

2519

C0-C180 C90-C270 G2

Unit:�cd

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

HO = High Output version
Lumen data based on 3000K version.

This product can be modified to make it waterproof to IP65 protection. 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

38o
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MOD50+RA3 MOD70+RA3 MOD78+RA3

1
2

0

105

MOD96+RA3

MOD50+RA1 MOD70+RA1 MOD78+RA1

70-75

RA1 - Adjustable

MOD50+RA2 MOD70+RA2 MOD78+RA2 MOD96+RA2

1
2

9

102

90

RA2 - Adjustable

90

RA3 - Adjustable

80

RA4 - Adjustable

MOD50+RA4 MOD70+RA4 MOD78+RA4

1
4

0

90

MOD96+RA4

60
m

m

Ø90mm

Ø80mm

Ø100mm

47
m

m

Ø90mm

Ø82mm

36
.5

m
m

Ø105mm

Ø90mm

32
m

m

Ø67mm

LED Downlight module mounting rings system 

Module can be 
changed through 
inner ring

RF4-BG RF3-WG

RA4-BK

RA1-BK RA1-CH

RA2-BK

RA3-BK
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90

RA6 - Adjustable Ø82mm 
Ø105mm

MOD50+RA6 MOD70+RA6 MOD78+RA6 MOD96+RA6

90

MOD50+RA7 MOD70+RA7 MOD78+RA7 MOD96+RA7

Driver can be 
changed through 
inner ring

80

68-70

MOD78+RA9MOD50+RA9 MOD70+RA9

RA7 - Adjustable

RA8 - Adjustable

RA9 - Adjustable

MOD78+RA8MOD50+RA8 MOD70+RA8



19

RF2-WG RF2-BG

MOD50+RF2 MOD70+RF2 MOD78+RF2

1
2
9

102

MOD96+RF2

MOD50+RF1 MOD70+RF1 MOD78+RF1

MOD50+RF3 MOD70+RF3

78

MOD78+RF3

78

9
7

70-75

RF1 - Fixed - IP44
with glass lens

90

RF2 - Fixed

70

RF3 - Fixed

RF2-BK

Ø69mm

36
m
m

Ø78mm

Ø66mm

22
.5
m
m

Ø90mm

Ø100mm

47
m
m

Ø90mm

RF3-BC RF3-WGRF3-BK

LED Downlight module mounting rings system 

70-75

RF4 - Fixed

MOD50+RF4 MOD70+RF4 MOD78+RF4

4
9 7

2 7
7

Ø67mm

2
1
.3
m
m

Ø90mm

RF1-BK

RF4-CH
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90

RF6 - Fixed - Clear rim

MOD50+RF6

MOD70+RF6

MOD78+RF6

1
2
0

100

MOD96+RF6

Ø89mm

40
m
m

Ø100mm

RF6 - Range

The colour of the light source will light 
up the clear ring to provide a stunning 
effect.

RF6-WH-CLR    (Clear rim)    Natural look with 3000K module inside

RF6-WH-Blue    (Blue rim)  

RF6-WH-Red    (Red rim) 

RF6-WH-Pink    (Pink rim)  

RF6-WH-Purple    (Purple rim)  

RF6-WH-Gold    (Gold rim)  
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LED Downlight module mounting rings system 

90

RF5-B - Fixed

90

RF7 - Fixed

MOD50+RF5 MOD70+RF5 MOD96+RF6MOD78+RF5

Ø110mm

21
.8
m
m

Ø66.3mm

MOD50+RF7 MOD70+RF7 MOD78+RF7 MOD96+RF7

4
9 7

2 7
7

9
5

Ø110 Ø110 Ø110 Ø110

Ø86mm

30
m
m

Ø100mm

70-75

RF8 - Fixed
Ø67mm

3
0
m
m

Ø84mm

MOD50+RF8

Ø84mm

MOD70+RF8

Ø84mm

MOD78+RF8

Ø84mm

RF5-S RF5-MRF5-BRF5-W

90

MOD50+RF9 MOD70+RF9 MOD78+RF9 MOD96+RF9

Driver can be 
changed through 
inner ringRF9 - Fixed

RF7-CH
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RF11 - Fixed

RF10 - Fixed

RF12 - Fixed
RF12-Blue RF12-Red

MOD50+RF12 MOD70+RF12 MOD78+RF12

1
2

0

100

MOD96+RF12

Ø89mm

40
m

m

Ø100mm

90

MOD78+RF10 MOD50+RF10 MOD70+RF10 MOD96+RF10 

MOD78+RF11MOD50+RF11 MOD70+RF11 MOD96+RF11

90

85-90

RF15M - Fixed

RF10-BK

MOD50+RF15 MOD70+RF15 MOD78+RF15 MOD96+RF15

100

RF12-Clear
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SQ1 - Adjustable

SQ2 - Adjustable

SQ3 - Adjustable 270

3
9

1
1
5

185

3
9

1
1
5

90x90

90x170

90x260

1
2

5

100X100

TS1 Trimless   
80x80

Module can be 
changed through inner ring

LED Downlight module mounting rings system 



24

SQ4 - Fixed

SQ5 - Fixed

SQ6 - Fixed

SQ7 - Fixed
110X110mm

2
1
.3
m
m

100X100mm

47
m
m

78X78mm

36
m
m

MOD50+SQ7 MOD70+SQ7 MOD78+SQ7 MOD96+SQ7

4
9 7

2 7
7

9
5

110X110 110X110 110X110 110X110

MOD50+SQ5 MOD70+SQ5 MOD78+SQ5

4
9 7

2 7
7

90X90 90X90 90X90

78X78 78X78

9
7

1
3
5

100X100

MOD50+SQ4 MOD70+SQ4 MOD78+SQ4 MOD96+SQ4

MOD78+SQ6MOD70+SQ6MOD50+SQ6

90

70

70

90

SQ6-CH

SQ7-CH
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  LED Wall Light with built in MOD50 

CRI 83-90

CCT 2700K-6500K

0/1-10V
IP65

DALI
IP20 F90

CRI 3STEP

Macadam <19
UGR

PHASE

Optics 

HO = High Output version
This product can be modified to make it waterproof to IP65 protection. 

Ø120mm

64mm Ø
5
0
m

m

4
0

m
m

Available in colour temperatures  
2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

400 lm 24°

38°

60°

3W

WL-MOD50-3W-10°
WL-MOD50-3W-24° 
WL-MOD50-3W-38°
WL-MOD50-3W-60°

400 lm
400 lm

3W
3W

STANDARD MODEL

Product Code Lumens Beam 

130 lm/W

Wattage Efficiency

130 lm/W
130 lm/W

300 lm 10° 3W 130 lm/W

550 lm 24°

38°

60°

5W

WL-MOD50-5W-10°
WL-MOD50-5W-24° 
WL-MOD50-5W-38°
WL-MOD50-5W-60°

550 lm
550 lm

5W
5W

110 lm/W

110 lm/W
110 lm/W

450 lm 10° 5W 110 lm/W

650 lm 24°

38°

60°

7W

WL-MOD50-7W-10°
WL-MOD50-7W-24° 
WL-MOD50-7W-38°
WL-MOD50-7W-60°

650 lm
650 lm

7W
7W

93 lm/W

93 lm/W
93 lm/W

600 lm 10° 7W 87 lm/W

850 lm 24°

38°

60°

7W

WL-MOD50-7W-HO-10°
WL-MOD50-7W-HO-24° 
WL-MOD50-7W-HO-38°
WL-MOD50-7W-HO-60°

850 lm
850 lm

7W
7W

125 lm/W

125 lm/W
125 lm/W

950 lm 10° 7W 132 lm/W

Dimmable

Non Dim

Dimmable

Non Dim
Non Dim
Non Dim

Dimmable
Dimmable
Dimmable

Dimmable
Dimmable
Dimmable
Dimmable

Dimmable
Dimmable
Dimmable
Dimmable

Black or White outside colour
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  LED Wall Light with built in MOD70 

CRI 83-90

CCT 2700K-6500K

0/1-10V
IP65

DALI
IP20 F90

CRI 3STEP

Macadam <19
UGR

PHASE

HO = High Output version
This product can be modified to make it waterproof to IP65 protection. 

Ø120mm

40
m

m

Ø
54

m
m

85mm

Optics 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

900 lm 20°
30°
38°

9W

WL-MOD70-9W-10°
WL-MOD70-9W-20° 
WL-MOD70-9W-30°
WL-MOD70-9W-38°
WL-MOD70-9W-60°

900 lm
900 lm

9W
9W

STANDARD MODEL

Product Code Lumens Beam 

102 lm/W

Wattage Efficiency

102 lm/W
102 lm/W

750 lm 10° 9W 83 lm/W

60°900 lm 9W 102 lm/W

1200 lm 20°
30°
38°

9W

WL-MOD70-9W-HO-10°
WL-MOD70-9W-HO-20° 
WL-MOD70-9W-HO-30°
WL-MOD70-9W-HO-38°
WL-MOD70-9W-HO-60°

1200 lm
1200 lm

9W
9W

133 lm/W

133 lm/W
133 lm/W

900 lm 10° 9W 100 lm/W

60°1200 lm 9W 133 lm/W

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Black or White outside colour

30°
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  LED Wall Light with built in MOD78 

CRI 83-90

CCT 2700K-6500K

0/1-10V
IP65

DALI
IP20 F90

CRI 3STEP

Macadam <19
UGR

PHASE

HO = High Output version
This product can be modified to make it waterproof to IP65 protection. 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

Ø120mm

40
m

m

93mm

Ø60
mm

20°
30°
38°

13W

STANDARD MODEL

Product Code

WL-MOD78-13W-10°
WL-MOD78-13W-20° 
WL-MOD78-13W-30°
WL-MOD78-13W-38°
WL-MOD78-13W-60°

13W
13W

Lumens Beam 

96 lm/W

Wattage Efficiency

96 lm/W
96 lm/W

10° 13W 75 lm/W

60° 13W 96 lm/W

1500 lm 20°
30°
38°

13W

WL-MOD78-13W-HO-10°
WL-MOD78-13W-HO-20° 
WL-MOD78-13W-HO-30°
WL-MOD78-13W-HO-38°
WL-MOD78-13W-HO-60°

1500 lm
1500 lm

13W
13W

115 lm/W

115 lm/W
115 lm/W

1300 lm 10° 13W 100 lm/W

60°1500 lm 13W 115 lm/W

1250 lm

1250 lm
1250 lm

950 lm

1250 lm

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Black or White outside colour

Optics 

30°
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  LED Wall Light with built in MOD96 

CRI 83-90

CCT 2700K-6500K

0/1-10V
IP65

DALI
IP20 F90

CRI 3STEP

Macadam <19
UGR

PHASE

This product can be modified to make it waterproof to IP65 protection. 

Available in colour temperatures

2700K, 3000K, 4000K, 5000K, 6500K

Using Epistar LEDs 

Ø150mm

111m
m

Ø
73

m
m

4
0

m
m

20°
30°
38°

15W

WL-MOD96-15W-10°
WL-MOD96-15W-20° 
WL-MOD96-15W-30°
WL-MOD96-15W-38°
WL-MOD96-15W-55°

15W

15W

STANDARD MODEL

Product Code Lumens Beam 

100 lm/W

Wattage Efficiency

100 lm/W

100 lm/W

10° 15W 75 lm/W

55° 15W 100 lm/W

2000 lm 20°
30°
38°

18W

WL-MOD96-18W-10°
WL-MOD96-18W-20° 
WL-MOD96-18W-30°
WL-MOD96-18W-38°
WL-MOD96-18W-55°

2000 lm
2000 lm

18W
18W

111 lm/W

111 lm/W
111 lm/W

2000 lm 10° 18W 111 lm/W

55°2000 lm 18W 111 lm/W

1500 lm

1500 lm
1500 lm

1455 lm

1500 lm

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Dimmable
Dimmable

Dimmable
Dimmable

Dimmable

Black or White outside colour

Optics 

30°

55°



Feature

▪ Special design for Mini LED down light

▪ Various types for options

▪ Use Epistar branded chip to guarantee the long life span

▪ Complete kit with Constant Current (300mA) non-dimmable LED driver

▪ 3 years warranty

▪ IP20  (Although MRF55-3W can be modified to make it IP44)

Mini

Mini LED Down Light

29
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Mini Round Fixed 
MRF48-3W (60°)

Product Code CCT CRI

MRF45-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K

STANDARD MODEL

LED Brand

Epistar

Beam

60°

Ra 80

Lumens

80

IP20  (* Although MRF55-3W can be modified to make it IP44)
Life time: 30,000 hours (70% Lumen maintenance) Input 
Voltage: 100-240VAC 50-60Hz
Output Voltage: 8-18V DC 
Constant Current 300mA
3 Years Warranty

Adjustable

No

Mini LED Down Light - Non Dimmable

Mini Round Fixed (*IP44 Option)
MRF55-3W (38°)

Mini Round Fixed 
MRF45-3W (60°)

Mini Round Adjustable 
MRA55-3W (60°)

Mini Square Fixed 
MSF48-3W (60°)

Mini Square Adjustable 
MSA60-3W (60°)

Mini Square Fixed 
MSF60-3W (38°)

Mini Square Fixed 
MSF45-3W (60°)

ROHS60°

MRF48-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar60° 80No

MRA55-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar60° 80Yes

MSF45-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar60° 80No

MSF48-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar60° 80No

MRF55-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar38° 80No

MSF60-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar38° 80No

MSA60-3W - 827/30/40/50 260lm 3W 2700/3000K/4000K/5000K Epistar60° 80Yes

Cut out: Ø39mm 

Cut out: Ø46mm 

Cut out: Ø46mm 

Cut out: Ø39mm 

Cut out: Ø39mm 

Cut out: Ø46mm 

Cut out: Ø46mm 

Cut out: Ø39mm 

48X48mm

4
5

m
m

60X60mm

45X45mm

3
8

m
m

3
2

m
m

60X60mm

42mm

4
5

m
m

4
5

m
m

Ø55mm
42mm

Ø45mm

3
2

m
m

Ø48mm

3
8

m

4
5

m
m

Ø55mm
42mm

Wattage   Efficiency

86lm/W

86lm/W

86lm/W

86lm/W

86lm/W

86lm/W

86lm/W

86lm/W

MINI ROUND VERSION MINI SQUARE VERSION

Dimensions

ø45 x H32mm

Mini Round

Mini Square

Cut Out

ø39mm

ø48 x H38mm ø39mm

ø55 x H45mm ø46mm

ø55 x H45mm ø46mm

L45 x W45 x H32mm ø39mm

L48 x W48 x H38mm ø39mm

L60 x W60 x H45mm ø46mm

L60 x W60 x H45mm ø46mm

IP20
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Feature

 rubber ring technology

▪ 8mm thickness glass passes IK10 rating test

▪ 316L stainless steel guarantee no corrosion

▪ IP68

▪ Robust water proof construction

▪ Patented design using special glue plus

▪ Able to bear 2 tons weight (2000KG)

▪ 12-24V DC driver inside base
▪ Input voltage 220-240VAC
▪ We use CREE LED with 40° beam angle
▪ Available in colours 3000K, 4000K, 6000K

IP68

316L Stainless steel

IP68  (up to 3 metres water depth)

        Input voltage 220-240VAC

  LED Ground Light

1W 5W 9W6W

Glass will withstand up to for 2 tons / IK10
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ROHSLife time: 50,000 hour  s (70% Lumen maintenance) 

3 Years warranty

Product Code     Input Voltage  Watts   Lumens  Beam     Dimensions    IK rating    

STANDARD MODEL

GL1-1.5W 40°
GL3-5W
GL6-7W 6-7W

IK10

GL9

40°

  IP68   LED Ground Light

GL1

220-240VAC
220-240VAC

40°
40°

IK10

IK10

GL9-9W 220-240VAC 9W 40° IK10

GL3 + GL6

7
0

46

61

8
4

64

89

1
0

9

64

89

  RGB Option

GL1-1.5W-RGB 1.5W 40°
GL3-5W-RGB 5W

GL6-7W-RGB 6-7W

IK10

40°
40°

IK10

IK10

GL9-9W-RGB 9W 40° IK10

200 lm

450 lm

550 lm

700 lm

1.5W220-240VAC
5W

220-240VAC
220-240VAC
220-240VAC

220-240VAC

ø61x70mm
ø89x84mm
ø89x84mm
ø89x109mm
ø61x70mm
ø89x84mm
ø89x84mm
ø89x109mm

▪ Available in colours 3000K, 4000K, 6000K



  LED Linear Light
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• IP20
• Available in three lengths, 300mm, 500mm & 1000mm
• Powered using a LED driver with input voltage 220-240VAC
• Embodied with Epistar SMD 3014 LEDs, rated 100lm/w
• 120° beam angle
• 300mm = 5W = 500lm
• 500mm = 8W = 800lm
• 1000mm = 16W = 1600lm
• Adjustable from 0°- 45° - 90°
• Available in three colours, 3000K, 4000K and 6000K
• Any amount of pieces can connect together up to 3M (max length)
• Choice of dimmers switches
• Easy to install

Feature

This linear light bar is ideal for so many applications. It is 
simple to operate and easy to install. The sleek design 
and overall build quality is quite superb. 

   Applications are plentiful, here are a few:-
• Showcase
• Shelf light
• Under counters
• Display case
• Furniture
• Bookcase
• Wardrobe
• Cabinet
• Cove
• Task lighting
• Accent lighting
• Kitchen cupboards

Product information

ROHS

Adjust the angle from 
0°, 45° and 90°

Installation is
quick and easy, fix to a 

surface using two screws 
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ROHS

STANDARD MODEL

Product Code 

LL-500MM-8W
LL-1000MM-16W

LL-TD
LL-PC
LL-CC
LL-RD

  Description
    300mm Light bar, 5 Watts, choice of 3000K, 4000K & 6000K

Plastic connector
1M Cable connector
Remote dimmer switch

Touch dimmer 

  LED Linear Light

500mm Light bar, 8 Watts, choice of 3000K, 4000K & 6000K
800mm Light bar, 16 Watts, choice of 3000K, 4000K & 6000K

LL-PSU-24V-36W Power supply unit, rated 24VDC 36W with 3pin UK plug

LL-PC
 Plastic connector

LL-TD
   Touch dimmer

LL-CC
 1M Cable connector LL-PSU-24V-36W

Power Supply Unit

LL-RD
   Remote touch dimmer

LL-300MM-5W



mailto:sales@jleds.co.uk
http://www.jleds.co.uk/
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